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Abstract
Modeling, Analysis and Control of DC Hybrid Power Systems
by
Yanhui Xie
Co-Chairs: Jing Sun and James S. Freudenberg
All electric ships are featured with integrated power systems which combine elec-
tric propulsion technology with heterogeneous power generation and distribution tech-
nologies to form one single electrical platform. The auxiliary and main power gener-
ation system form an isolated hybrid power system to feed the ship service loads and
to meet the propulsion power requirement. Although for decades, the methodologies
for power converter control have been explored in many publications, the modeling,
analysis, and control of hybrid power systems with multiple power converters remains
an interesting open problem, leading to its exclusive focus in this dissertation.
Along with the opportunities introduced by hybrid power systems, the inter-
connectivity and complexity represent a major system analysis, design and optimiza-
tion challenge, calling for the development of effective tools. Therefore, a compre-
hensive testbed is developed. Moreover, component level modeling, analysis and
modulation strategy development are performed to ensure system level performance.
A new power flow model for the dual active bridge converter is derived. The new
model provides a physical interpretation of the observed phenomena and identifies
xv
other characteristics that are validated by experiments. To overcome the drawbacks
of traditional modulation strategies, a novel modulation strategy is developed for the
dual active bridge converter. The experimental results verified that, if the new strat-
egy is used to modulate the dual active bridge converter, this testbed can be used as
an effective tool for optimal power management algorithm development for the hybrid
power systems.
The development of advanced control algorithms, together with the increased
computational power of microprocessors, enables us to deal with the control problem
from a new perspective. In this dissertation, the voltage regulation problem for a full
bridge DC/DC converter is formulated as both a linear and a nonlinear Model Pre-
dictive Control (MPC) problem with a nonlinear constraint that captures the peak
current protection requirement. The experimental results reveal that both the MPC
algorithms can successfully achieve voltage regulation and peak current protection.
The successful implementation of the MPC schemes on the full bridge DC/DC con-
verter paves the way for future system-level advanced control algorithm development




Next generation All Electric Ships (AES) is enabled by Integrated Power Systems
(IPS) which incorporate a set of primary and auxiliary power sources to provide the
propulsion power and, at the same time, energize the shipboard electric loads [1, 2].
The IPS is mainly comprised of Power Generation Modules (PGM), Power Conversion
Modules (PCM), Electric Propulsion Modules (EPM) and vital/nonvital loads. The
PGM could be a gas turbine, diesel engine or fuel cell power system. The auxiliary
power generation system, such as a fuel cell power system, usually only energizes the
ship service loads while the main power generation systems, such as the gas turbine
and diesel engine, provide power for both the propulsion loads and the ship service
loads. Therefore, the auxiliary and main power generation system form an isolated
hybrid power system to feed the ship service loads and to meet the propulsion power
requirements.
As the power conditioning device, the power converter is the enabling technology
to address the power management problems for the hybrid power system. However,
for the isolated hybrid power system of the IPS, the wide range of operating condi-
tions, the requirements for fast power response and load following, coupled with the
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stringent constraints of high power quality and system reliability, have imposed chal-
lenges for control of the power converters whose dynamic characteristics are highly
nonlinear. Motivated by the challenges and importance of the hybrid power system
controls, this dissertation has focused on modeling, analysis and control of power
converters for the hybrid power systems.
1.1 Background and Literature Review
1.1.1 Integrated Power System of All Electric Ships
An Integrated Power System (IPS) of an AES provides electric power to all ship-
board loads, including the propulsion system, with an integrated plant [1, 2]. The
IPS associated with the AES typically has electric propulsion, sophisticated electric
weaponry systems and ship service as electric loads. Unlike a traditional mechanical
propulsion system which uses long shafts to deliver energy from the prime movers to
the propulsion systems, the electric propulsion systems, including motor drives and
electric motors, are connected to the power plants through an electrical distribution
system. Under emergent battle scenarios, a large amount of power can be unlocked
from the propulsion system to support the electric weaponry systems. Moreover, ship
service loads are powered from the same power network as the electric propulsion
system through a power distribution system.
To enhance the reliability and survivability of the IPS, Zonal Electric Distribution
System (ZEDS) was introduced [3,4]. Unlike the conventional radial electric distribu-
tion system which radially distributes power to the loads through load centers, ZEDS
employs two main buses (starboard bus and port bus) to provide redundant power
flow paths for vital loads. With the introduction of Power Electronic Building Block
(PEBB) [5,6], the ZEDS could seamlessly and dynamically reconfigure the power flow
2
paths in response to different priorities of loads for different real time battle scenarios.































PGM: power generation module
PCM: power conversion module
EPM: electric propulsion module
PGM1
DC 1100V
Figure 1.1: One-line diagram for integrated power system of all electric ship.
Fig.1.1 illustrates a one-line diagram of the IPS with the zonal architecture. The
two main buses of the ZEDS are simultaneously powered by both the main power
generation system (marked as PGM1 in Fig.1.1) and the auxiliary power generation
system (marked as PGM2 in Fig.1.1). The auxiliary power generation system is
a fuel cell power system which provides power for the ZEDS through an isolated
DC/DC converter. In addition, the main power generation system, namely a gas
turbine/generator set, also provides power for the ZEDS through cascaded power
conversion systems which consist of a rectifier (AC/DC) and an isolated DC/DC
converter. Moreover, an energy storage device is often necessary to improve the
transient performance of the hybrid power system. Therefore, an isolated bidirectional
DC/DC converter is placed between the energy storage device and the DC bus. The
PCM-4 which is consisting of the three isolated DC/DC converters serves as the power
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conditioning system for the main power generation system, auxiliary power generation
system and energy storage system. The output terminals of the three converters are
connected together to feed DC buses of the ZEDS, therefore forming a DC Hybrid
Power System (DHPS) for the IPS of an AES [92,93].
1.1.2 DC Hybrid Power System
Hybridization through integration of multiple power sources, especially those with
complementary characteristics, can achieve high system performance and reliability.
For example, wind energy, if combined with micro-hydro or diesel power generation
[20], [21], can provide low cost and high reliability power solutions for island and
remote area communities. The integration of fuel cells to shipboard power systems
[22, 93] and to automotive powertrains [23, 27–29] results in low emissions and high
system efficiency.
Since these power sources have different response time and efficiency, dynamic
optimal power management is critical to the power system stability, efficiency and
performance [67–69]. Therefore, how to coordinate the power converters to achieve
optimal efficiency and maximum reliability during transients is a big challenge for the
power management system of the DHPS.
Even though power converters have been widely used in industry, commercial, and
military applications, their utility in multi-source, multi-load hybrid power systems
has brought many new challenges in their design, integration and control. For exam-
ple, they typically require a wide operating range and fast transient response, thereby
placing new emphasis on dynamic response. The need to have multiple converters
work in concert also demands coordinated control to manage the dynamic interac-
tions among involved components. On one hand, stringent safety and reliability
requirements mandate a total protection of the system from constraint violation and
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component failure. On the other hand, demands for high efficiency and fast transient
response render the conservative safety oriented strategy insufficient. Therefore, how
to achieve high system efficiency and superior transient performance without com-
promising system integrity becomes one of the focuses in power converter design and
optimal control.
1.1.3 Full Bridge and Dual Active Bridge Converters
Since a DHPS usually has multiple energy storage device and power sources,
there must be multiple power converters to serve as the power conditioning devices.
The full bridge and dual active bridge topologies were initially proposed in previous
studies [54], [55] for both high power density and high power applications. They are
very attractive because of their zero voltage switching, low component stresses, and
high power density features. Moreover, the high frequency transformer prevents fault
propagation and enables a flexible output/input voltage ratio. Therefore, with a full
bridge or a dual active bridge DC/DC converter as the power conditioning system,
different types of power sources and energy storage systems can be applied to high
DC voltage applications, such as the DC zonal electrical distribution system of an all
electric ship [93].
The Dual Active Bridge Converter (DABC) has been widely used in applications
such as Uninterruptible Power Supplies (UPS), battery charging and discharging sys-
tems, and auxiliary power supplies for hybrid electrical vehicles. For example, in [34],
the authors investigated an off-line UPS design based on dual active bridge topology.
The use of a DABC for bidirectional energy delivery between an energy storage system
and a DC power system is addressed in [35–38]. In [39, 43–45], the authors evaluate
different dual active bridge configurations for automotive applications. [46–48] adopt
a DABC as the core circuit of the power conversion system between an AC power
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system and a DC voltage source.
For applications which involve energy storage systems, DABCs are expected to
operate over a wide range of operating conditions without substantial performance
degradation, especially for mobile applications. However, several issues have been
reported in the literature when the magnitude of the input and output voltage does
not match. First, the soft-switching region, in which switching losses can be min-
imized, will be significantly reduced [38, 54, 55], which leads to high switching loss.
Second, the circulating energy will be substantial [32, 49–51, 54, 55], which leads to
high conduction loss. Therefore, high power loss and low system efficiency for certain
operating conditions will be expected if the DABC operates with a wide input volt-
age range. Moreover, our experiments revealed several additional phenomena such as
the internal power transfer and phase drift, that deteriorate the performance of the
DABC [94,95].
To eliminate the circulating energy and extend the soft-switching range, several
modulation strategies are proposed and evaluated [32, 35, 36, 53]. Those strategies
introduce multiple control inputs to adjust the pulse width of the AC voltage of the
two full bridges and their phase difference respectively, leading to an over-actuated
system with complicated characteristics. To improve the system efficiency, resonant
converters have been studied extensively in [11–13, 17–19, 24–26, 30, 31, 40–42, 63].
To extend the power range of the DAB converter for ultra-capacitor applications,
a triangular modulation strategy is proposed [52] for low power applications. For
high power applications, the triangular shape of the inductor current leads to a high
RMS value and high peak current, causing low system efficiency and high component
current stress [52].
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1.1.4 Power Converter Control
Several challenges arise for the DC/DC converter control design. First, the power
devices of the DC/DC converters have very complicated time varying switching be-
havior which defines the shape of the inductor current, making the dynamic model
development of power converters a challenge. Second, DC/DC converters used for
mobile applications typically have a wide range of operating conditions and stringent
transient performance requirements, further complicating the control design. Further-
more, the control input, which typically is the pulse width or phase shift, is bounded
due to physical limitations of power converters. Finally, safe operation requirements
such as peak current limitation may impose additional nonlinear constraints.
Traditionally, there are two classes of algorithms for DC/DC converter control,
namely the voltage mode control and current mode control [70–73]. Voltage mode
control achieves voltage regulation through a single-loop voltage control scheme. To
limit the current during transient operation within safe operation range, the feed-
back control gain must be carefully chosen, otherwise an additional protection circuit
has to be incorporated. Current mode control includes two sub-classes, namely the
average current control and peak current control. In addition to a voltage feedback
loop, current mode control employs an inner inductor current feedback loop to im-
prove performance. Performance enhancements, including superb line regulation and
inherent over-current protection, can be achieved for current mode control. However,
current mode control has a sub-harmonic oscillation problem when the duty ratio is
greater than 0.5 [74]. Besides, this method requires inductor current sensing, which
increases system cost and tends to have noise sensitivity problems. The development
of advanced control algorithms, together with the increased computational power of
microprocessors, enables us to deal with the control problem from a new perspec-
tive. For example, one step predictive control based algorithms are applied to power
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electronics system, see e.g., [75] while Model Predictive Control (MPC) has been im-
plemented in an electric drive system for direct torque control [76,77] and in a flying
capacitor converter [78]. For the full bridge DC/DC converter under investigation,
the peak current protection problem can be formulated as a constraint for an optimal
control problem, which can be effectively dealt with using MPC.
MPC, also known as receding horizon control, is a class of control algorithms that
optimize future plant response using a linear or a nonlinear model [79–81]. At a
given time k, the first element of an optimal control sequence is applied to the plant
to drive the outputs as close as possible to a desired trajectory. It is worthwhile to
point out that the closed-loop system performance of MPC is directly dependent on
model accuracy. In real applications, model uncertainty and disturbances can lead
to steady-state error or deteriorated transient performance, especially when a linear
model is employed to predict the response of a nonlinear plant with a wide operating
range. To eliminate steady-state error, offset-free MPC schemes have been developed
in previous studies [82–85], to guarantee offset-free control around a neighborhood of
the steady-state.
In classical MPC, the control action at each time step is obtained by solving an
online optimization problem with a given cost function. However, solving an opti-
mization problem is often computationally demanding, which contributes to the fact
that most successful applications have been found for systems with slow dynamics and
abundant computational power. For systems with fast dynamics, explicit MPC [86,87]
has been proposed which pre-computes the optimal solutions and stores them for on-
line lookup. Explicit MPC has been implemented for fast dynamic applications with
a millisecond level time constant [88]. The major challenge of implementing explicit
MPC is that the number of entries in the lookup table increases exponentially as the
length of the horizon increases. Moreover, in explicit MPC, nonlinear constraints are
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addressed using piece-wise affine approximations. As such, the size of the lookup ta-
ble increases as the required accuracy of approximation increases. Consequently, the
application of an explicit MPC is limited to small problems with low dimensions [89].
To extend the applicability of the MPC to broader classes of systems with fast
dynamics, a novel numerical optimization algorithm is developed to improve com-
putational efficiency. This algorithm is referred to as the Integrated Perturbation
Analysis and Sequential Quadratic Programming (InPA-SQP) solver [90,91]. It com-
bines the computational advantages of perturbation analysis and optimality of the
SQP solution by treating the optimization problem at time k as a perturbed problem
at time k − 1. This combination can significantly improve computational efficiency
and is particularly useful for MPC, where an optimal control problem must be solved
repeatedly over the receding horizon. It is worthwhile to point out that the InPA-
SQP algorithm can be applied to solve the MPC optimal control problem for nonlinear
systems with mixed state and control input constraints.
1.2 Dissertation Scope and Contributions
1.2.1 Dissertation Scope
For a DHPS, an effective control scheme managing power flow among power
sources, energy storage device and loads is required to maintain power balance at
all times. The main aim of the control scheme is to satisfy the requirements of the
electrical loads while maximizing the system efficiency and ensuring safe operation of
each individual component. The control scheme can be structured in two levels. The
top level is performed by the top level power management strategy. Signals for loads,
power sources, energy storage device and power converters are sent to the top level
strategy to calculate the desired power to be supplied by the energy storage device
9
and power sources. The lower level is performed by the individual controller of each
power converter. These individual controllers use the actual and the reference output
power to decide how to manipulate the corresponding power converter.
Several challenges arise for the power management algorithm development for the
DHPS at both levels, including:
1. Given the complexity, stringent transient requirements and inter-connectivity
of the DHPS, it is necessary to develop a tool for modeling and control scheme
development and validation. Such a tool must be able to support both the top
level power management algorithm and lower level controller development and
implementation. The top level algorithm usually involves an online optimization
process whose optimal solution has to be calculated within a short time interval.
The lower level controller has to calculate the control inputs and translate them
into PWM signals to manipulate power converters with high switching frequency
in realtime.
2. The power converters have to be able to track the corresponding power profile
calculated by the top level algorithm. However, power converters of the DHPS
typically have a very wide operating range. Therefore, the lower level controller
and modulation strategy for each converter must be able to support the wide
operating range for the power converters.
3. For the DHPS, there are many constraints to be considered to ensure safe and
reliable operation of the DHPS. For example, the voltage and current limitations
of power switches should not be violated; the voltage of the energy storage
device must be maintained within a certain range. All these constraints impose
additional challenges for power converter control.
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Figure 1.2: Configuration of a DHPS.
the tools development. The configuration of the DHPS addressed in this dissertation
is shown in Fig.1.2, which involves two power sources and an energy storage device.
This architecture reflects some of the hybrid power systems used for automotive and
shipboard Auxiliary Power Unit (APU) applications. The research effort has been
distributed to both the system level tools development and component (individual
power converter) level modeling, analysis, and control. The developed IPS model can
be used as a numerical tool for failure emulation, power flow path reconfiguration
and energy management. Moreover, the integration of the three power converters
with other commercial-off-the-shelf components ensures that the DHPS testbed can
facilitate optimal power management initiatives. In addition to system level tools
development, a large proportion of effort has been devoted to component (individual
power converter) level modeling, analysis, modulation and control. This is intended to
ensure that all power converters of the DHPS should be able to quickly and accurately
track the power profiles given by a top level power management algorithm. Moreover,
to explore the application of advanced control algorithm on power converters, MPC
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schemes of the FBC also have been investigated to achieve voltage regulation without
peak current violation. This paves the way for the future system-level advanced
control algorithm development.
1.2.2 Contributions
This dissertation has focused on modeling, analysis and control of DC hybrid
power systems. The contributions of this dissertation are summarized as follows:
• A DHPS testbed has been built at the Realtime Advanced Control Engineer-
ing Lab at the University of Michigan to provide the research infrastructure to
support the power management for all electric ships. The testbed consists of
a digital simulation and control rapid prototyping platform, two unidirectional
FBCs, a bidirectional DABC, two programmable power sources, two program-
able loads, and a supercapacitor based energy storage bank. This DHPS testbed
facilitates system level analysis, optimization and control of a DC hybrid power
system of an AES.
• A modularized simulation model for an IPS of an AES is developed. The IPS
model has power generation modules including a gas turbine and a fuel cell
power system, two electric propulsion modules and a zonal electric distribution
system which, by itself, has many power conversion modules. The simulation
results verify that the IPS model can be used for failure emulation, power flow
path reconfiguration and energy management. This model provides an effective
tool for AES system research.
• A new power flow model for a DABC over a wide operating range is developed.
In addition to those major parameters used by conventional power flow analysis,
this new model incorporates minor parameters, namely the power semiconduc-
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tor voltage loss and dead time. The minor parameters are critical for explaining
the observed internal power transfer and phase drift phenomena, which are rele-
vant to power flow characterization of the DABC. While the new model provides
a more accurate prediction over a wide range of operating conditions, it also
identifies new characteristics such as reverse power transfer and energy sink that
are observed in experiments. Therefore, the new model can serve as a research
tool for optimal hardware design, operating range selection and power manage-
ment strategy development. The experimental results illustrate the effectiveness
of the new model.
• A current-mode PWM modulation strategy for a dual active bridge DC/DC
converter is developed. The proposed modulation strategy can avoid the draw-
backs of the conventional phase shift modulation and achieve: (1) zero circulat-
ing current to reduce conduction loss; (2) soft-switching over the full operating
range to reduce switching loss; (3) zero idling power to eliminate idle loss; (4)
simple but accurate power flow characterization; and (5) controllable output
power between zero and the maximum for different combinations of terminal
voltages. Moreover, the proposed modulation strategy enables the converter to
achieve the same power density under the same current stress as that of a phase
shift modulated converter. Therefore, in comparison with the traditional ones,
the proposed strategy is more suitable for energy storage system application.
• The MPC schemes are employed to control the FBC. The MPC schemes can
achieve voltage regulation without violating a peak current constraint. Compar-
ative evaluation of LMPC and NLMPC schemes for a FBC is performed. The
computation time and closed loop system performances under starting, overload
and load step change conditions are compared. The experimental results reveal
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that both the LMPC and NLMPC schemes can successfully achieve voltage
regulation and peak current protection. Considering the algorithm complexity,
the closed loop performance and the necessary computation time, we conclude
that the NLMPC scheme is more desirable than the LMPC for this application.
To the best knowledge the author, this is the first implicit MPC application
reported in open literature for a DC/DC power converter with a millisecond
level time constant.
1.3 Dissertation Overview
The dissertation is organized into eight chapters. The first chapter introduces the
background, research scope and contributions of this dissertation. The second and
third chapters develops tools for the DHPS and IPS of an AES. The fourth and fifth
chapters present a novel power flow model and develop a new modulation strategy
to improve the power control performance for the FBC. The sixth chapter presents
the experimental results that validate the power tracking capability of the DHPS.
The seventh chapter develops and compares MPC schemes for the FBC. The final
chapter summarizes results and outlines future research work. The remainder of the
dissertation is organized as follows:
Chapter 2 develops a testbed for a DC hybrid power system. The major components
of this testbed, including the realtime simulation and control rapid prototyp-
ing platform, the isolated unidirectional and bidirectional DC/DC converters,
the programmable power sources, the programmable electronics loads and the
supercapacitor based energy storage bank are introduced.
Chapter 3 introduces a simulation model for the IPS of an AES. Different subsys-
tems of the IPS model are first developed. A LabVIEW based graphic user
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interface is then presented. Finally, the simulation results verify that the IPS
model can be used to perform simulations for scenarios such as failure emulation,
power flow path reconfiguration and energy management.
Chapter 4 presents a novel power flow model for the DABC. The conventional power
flow analysis is first introduced. Then, the effects of minor parameters such as
the power semiconductor voltage loss and dead time are investigated. Based
on the analysis, a new power flow model is then developed. The model can
accurately predict the power flow over a wide operating range. The experimental
results confirmed the effectiveness of the new model.
Chapter 5 develops a novel current mode PWM strategy for the DABC. The mod-
ulation strategy is first introduced. Then, the characteristics of the power con-
verter modulated by the new strategy are analyzed. Finally, the experimental
results confirm the superior performance of the dual active converter modulated
by the proposed new modulation strategy.
Chapter 6 presents the experimental results that validate the power tracking ca-
pability of the DHPS. The power controllers are designed to track the power
profile provided by the top level power management algorithm. The experi-
mental results reveal that the designed controllers can track the power profiles
quickly and closely.
Chapter 7 develops the MPC schemes for voltage regulation control of the FBC and
compares linear and nonlinear MPC schemes. First, the peak current protection
constraint is derived. Then, the dynamic model of the FBC is developed, based
on which a nonlinear observer is designed for state and parameter estimation.
After that, offset-free linear MPC and nonlinear MPC problems are formulated,
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followed by an introduction of the InPA-SQP algorithm. Finally, the computa-
tion time and closed loop performance of the LMPC and NLMPC are compared
through experimental tests.
Chapter 8 presents conclusions and outlines future research plans.
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Chapter 2
DC Hybrid Power System Testbed Development
As a large scale complex system, the IPS encompasses power generation, distri-
bution, propulsion and ship service loads. Subsystems involved in IPS range from
thermal power plants such as diesel engine or gas turbine, to propulsion motor and
power electronic converters that are switching at over kilo-Hz rate. Intricate dy-
namic interactions among subsystems, in the form of thermal dynamic, electrical,
mechanical, and chemical, often dictate the dynamic performance and operational
integrity of the overall system. When the system is undergoing transients, managing
the inter-connectivity of the power network and leveraging the interactions among
diverse power plants/loads become a critical task for the shipboard power manage-
ment systems. Along with the opportunities ushered in by the IPS systems, the
inter-connectivity and complexity of the IPS represent a major system design and
optimization challenge, calling for the development of effective analytical frameworks
and numerical tools.
This dissertation focuses on the modeling, analysis, and control of a DC Hybrid
Power System (DHPS). However, it is unrealistic to build a full scale DHPS in a uni-
versity setting. Therefore, in order to address the challenges imposed by coordinating
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control of multiple power converters of the DHPS, such as the wide range of operat-
ing conditions, the requirements for fast power response and load following and the
stringent constraints of high system reliability, it is necessary to develop a testbed to
facilitate system level analysis, optimization and control. Such a testbed should have:
(1) fully digital simulation capability as a preliminary analysis tool to support the
modeling and control development effort, (2) adequate hardware resources for con-
trolling a complex dynamic system, (3) necessary hardware, including power sources,
power converters and loads, to verify analysis, modeling and evaluation results. Fi-
nally, it should have control rapid prototyping capability to ensure quick implemen-
tation of advanced control algorithms for system performance evaluation and design
validation. In this chapter, a DHPS testbed which has the aforementioned functions
will be presented.
2.1 DHPS Testbed Development
Figure 2.1: DC hybrid power system testbed setup.
Fig.2.1 shows the experimental setup of the DHPS. The entire system is comprised
of a real-time simulation and rapid control prototyping platform (RT-LABr system),
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two isolated unidirectional FBCs, a bidirectional DABC, two programmable power
sources, two programmable electronic loads and a super-capacitor based energy stor-
age bank. The configuration of the power stage of the DHPS testbed is shown in

























































Figure 2.2: Configuration of the power stage of a DHPS with energy storage bank.





Capacitor Co1, Co2, Co3 705µF
Energy storage bank CSC 4F/10.2F/14.2F (75V )
Transformer turn ratio n1, n2, n3 2
Switching period T 100µs
The DHPS has multiple power converters which contain many high frequency
power switches. These switches are highly nonlinear and time consuming to simu-
late. Building a simulator for such an electrical system is always a challenge, under
the constraints of system cost, required simulation accuracy and desired flexibility.
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In contrast with an analog simulator, which achieves real-time simulation by using
scaled down analog models of actual components, a digital simulator is becoming
popular due to its low maintenance cost and flexibility. Many offline simulation pack-
ages including MATLAB/Simulinkr, PLECSr, SABERr, etc., can perform offline
simulation, but they either can’t interact with external hardware or their simula-
tion speed is too slow for large scale system simulation. Real-time digital simulators
are a promising approach since they avoid those drawbacks. In comparison with
DSP and FPGA based real-time simulators, the PC cluster based simulation sys-
tem would be a better choice considering the low hardware cost, high simulation
performance as well as the flexibility provided by the modular system architecture.
RT-LABr is a PC-cluster based expandable real-time simulator which is compatible
with Matlab/Simulinkr, thereby allowing effective leverage of commercially avail-
able MATLAB/Simulinkr toolsets, such as control system design and analysis tool-
boxes,code generation toolboxes, and Physical Modeling toolboxes. Specialized tools
such as ARTEMISr and RT-Eventsr support multi-rate fixed-time-step real-time
simulation of power systems with dramatically improved computation speed and ac-
curacy [7].
Fig.2.3 shows the configuration of the real-time simulation platform while its hard-
ware is shown in Fig.2.1 (left rack). This system has 8 CPUs allocated in 4 physically
separated targets. The CPUs in the same target exchange information through the
shared memory while the different targets communicate through infiniband switch
with 10Gb/s speed. There are three host PCs which can talk with each target via
1Gb/s Ethernet switch. The targets can interact with the external hardware through
32bits PCI Bus I/O interfaces. Combining the FPGA event detection with special-
ized real-time interpolation algorithms toolbox RT-Eventsr, the effective precision of
the I/O could be better than 1µs. The I/O interface provides a platform for data
20
Figure 2.3: RT-Lab real-time simulation system configuration.
acquisition and signal conditioning modules that enable the implementation of high
frequency analog/digital I/O, event capture, and event generation. All of the targets
and CPUs are synchronized either by software or by hardware. Thus all of the CPUs
can synchronously interact with the analog and digital I/O. This feature makes it
possible for the system to implement physical components for hardware-in-the-loop
simulation or to perform control prototyping experiments. In addition, the synchro-
nized targets can run real-time simulations at different time steps, making it very
flexible to distribute the complex model to different targets or CPUs within the sim-
ulation platform. This real-time simulator also can interact with other stand alone
RT-Lab targets through Ethernet. For our testbed, the RT-LABr system serves the
following three functions: (1) as a real-time simulator to simulate power source mod-
els and to control programmable power supplies to emulate the characteristics of a
specified power source; (2) as an embedded controller for which the C code generated
in a host PC can be downloaded and executed in target CPUs to control power con-
21
verters; (3) as a data acquisition device to sample and store experimental data for
feedback control and detailed offline analysis.
Figure 2.4: Bidirectional DC/DC converter.
The two programmable power supplies are the Sorensenr SGA 100A/100V 10KW
AC/DC power supply. The output voltage of the programmable power supplies can
be controlled through an analog signal. Therefore, one can use RT-LABr target to
simulate a power source model and then to control the power supplies through the RT-
LABr target analog interface so that the power supplies emulate the characteristics
of DC power sources. The two programmable electronics loads are Chromar 63202
5A/50A 125V/500V 2.6KW DC load and Chromar 63204 10A/100A 125V/500V
5.2KW DC load, respectively. Similarly, the two DC electronic loads can also be
controlled by RT-LABr targets to emulate different types of loads.
The two unidirectional DC/DC converters (marked as DC/DC1 and DC/DC2 re-
spectively in Fig.2.2) are the FBCs while the bidirectional DC/DC converter (marked
as DC/DC3 in Fig.2.2) shown in Fig.4.3 is the DABC. The FBC and DABC were
initially proposed in previous studies [54], [55] for both high power density and high
power applications. They are very attractive because of their zero voltage switching,
low component stresses, and high power density features. Moreover, their high fre-
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quency transformer prevents fault propagation and enables a flexible output/input
voltage ratio. Therefore, with a FBC or a DABC as the power conditioning system,
the low voltage high current power source such as the fuel cell power system and
energy storage device can be applied to high DC voltage applications, such as the DC
zonal electrical distribution system of an all electric ship [93].
The energy storage bank is composed of two branches of super-capacitors. One
branch includes five BOOSTCAPr BPAK0020-15V modules which are connected
in series and offer total 4F capacitance. The other branch has five BOOSTCAPr
BPAK0052-15V modules, therefore it provides 10.2F capacitance. Both the two
branches have a 75V working voltage. Moreover, they can be connected in parallel to
provide 14.2F capacitance. Therefore, the energy storage bank can be reconfigured
for different applications.
While the RT-LAB system enables the control rapid prototyping of the DHPS
which has multiple power converters, its multi-target multi-rate structure facilitates
realtime simulation of a large scale system, such as the IPS of an AES. In parallel
with hardware construction, a modularized simulation model of an IPS is developed
and will be introduced in Chapter 3.
2.2 Summary
In this Chapter, a DHPS testbed is introduced. The testbed is built at the Univer-
sity of Michigan and has all of the necessary functions specified in the first paragraph
of this chapter, thereby facilitating optimization and power management strategy de-
velopment for the DHPS. Leveraging the realtime simulation capability of the testbed,
a modularized simulation model for an IPS of an AES is developed and the realtime
simulation results will be presented in the next chapter.
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Chapter 3
Modeling and Simulation of an Integrated Power
System for an All Electric Ship
In this chapter, a modularized model for an Integrated Power System (IPS) of
an All Electric Ship (AES) is developed. All major subsystems of the model are
first introduced. Then, the model integration and distribution method is presented.
Finally, the graphical user interface is demonstrated, followed by the simulation results
for scenarios such as failure emulation, power flow path reconfiguration and energy
management.
3.1 Modeling of IPS
Since the IPS is a large scale power system containing many high frequency power
switches or other components whose simulation is very resource demanding, it is time
consuming to simulate and debug such a large system offline. On the other hand,
parameter tuning of this complex system as a whole is a daunting, if not impossible,
task. Furthermore, many of the subsystems in Zonal Electrical Distribution System
(ZEDS) are similar and can be reused. Therefore, our effort is focused on developing
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a modularized IPS model for AES application. We split the whole IPS into three
subsystems, namely the Power Generation Module (PGM) including a gas turbine
and fuel cell power system, Electric Propulsion Module (EPM), and ZEDS. ZEDS,
by itself, consists of many power conversion modules and electric loads.
3.1.1 Gas Turbine Module
While many different types of power systems are used for shipboard applications,
gas turbine/generator sets are quite often used as the shipboard prime mover. A
combination of first principles and empirical relationships have been used for the gas
turbine model development [102]. The schematic of the gas turbine model developed
for the ship-board power system is shown in Fig. 3.1.
Figure 3.1: Schematic of the gas turbine/generator system.
The gas turbine model captures the dynamic characteristics of compressor, tur-
bine, combustor and the coupling between turbine and compressor. The combustor
mass and temperature dynamics along with turbocharger rotational dynamics are
considered, while the compressor and turbine air mass flows and efficiencies are mod-
eled as empirical relations. The input to the gas turbine is assumed to be JP5 fuel
flow injected into combustor, and the torque input on the turbocharger shaft, reflect-
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ing the power demand, is the disturbance to the turbine operation. The variables and
parameters used in GT model are defined in Table 3.1. The following standard [102]
assumptions have been made for the gas turbine model.
• The heat loss in the compressor is negligible.
• Compression and expansion process are adiabatic.
• Fuel injector dynamics are faster as compared to the burner temperature and
mass dynamics and are neglected.
• Perfect combustion occurs inside the burner.
• The generator is modeled as an efficiency transfer function from mechanical
power input to electrical power output.
Under these assumptions, the equations representing the dynamics can be derived
using first principles, such as energy, mass and power balance and curve fitting as
follows:
Compressor and Turbine
The compressor and turbine mass flow and the isentropic efficiency (Appendix
A) are obtained by curve fitting the performance maps scaled from an automotive
application [103] using the techniques suggested in [104], [105]. They are functions of
pressure ratio ( pb
pamb
), combustor temperature (Tb) and the turbocharger speed (ωtc)
The compressor power is determined using the first law of thermodynamics and
is given by
Pc = Wccp(Tc,out − Tamb), (3.1)
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Table 3.1: GT Modeling Nomenclature
Variable Description (Unit)
cp,air, cp,f , cp,gas Specific heat at constant pressure
of air, fuel and burnt gas (kJ/kg K).
cv,b Constant volume specific heat
for burner material (kJ/kg K).
JI Gas turbine rotor, shaft, generator rotor inertia (kgm
2)
mb Mass inside burner (kg),
Mb,in Molecular mass of air-fuel
mixture inside burner (kg/mole)
pamb, pb Ambient and combustor pressure (Pa)
Pc, Pt Compressor and turbine power (kw)
QLHV JP5 lower heating value (kJ/kg)
R Universal gas constant (kJ/K mol),
Tamb, Tref , Ambient, reference, compressor
Tc,out, Tt,out, Tb outlet, turbine outlet,
combustor temperature (K)
Vb Burner volume (m
3)
Wf , Wt, Wc Fuel flow, compressor, turbine air flow (kg/s)
τdem, ωtc Load torque (N-m),
Shaft rotational speed (rad/s)
γ Specific heat ratio
ηm Turbine mechanical efficiency (%)
ηis,c, ηis,t Compressor and turbine isentropic efficiency (%)














Similarly the turbine power is given by
















The burner mass is determined using the mass balance and is given by
ṁb = Wf +Wc −Wt (3.5)




((Wccp,air +Wfcp,f )(Tc,out − Tref )
+WfQLHV −Wtcp,gas(Tb − Tref )) −
cv,b(Tb − Tref )ṁb) . (3.6)
















The gas turbine drives the power generation device which converts mechanical
power to electrical power and generates three-phase AC power with 4160V line to
line voltage and 60Hz frequency. For the particular system modeled in this platform,
the total power output is between 255 KW to 1.4 MW. The open loop simulations
for step changes in power demand are shown in Fig. 3.2 and the gas turbine has a
rapid response that can be captured by a second order dynamical system.
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Figure 3.2: Open loop simulations of gas turbine: demand Vs. generated power.
Figure 3.3: Schematic of fuel processing system
3.1.2 Fuel Cell and Reforming Unit Module
The Fuel Cell (FC), which is clean and highly efficient, is considered as an auxiliary
power source for the IPS. We consider a Polymer Electrolyte Membrane (PEM) fuel
cell along with a fuel processing system (FPS). The FPS+FC (Figure 3.3) system
consists of a hydro desulphurizer (HDS), heat exchanger (HEX), mixer (MIXER),
fuel reformer (FR), water gas shift reactor (WGS) and fuel cell anode dynamics. A
detailed 10 state model of the FPS+FC system has been developed in [106]. The effort
here was to develop a reduced order model that still captures the system dynamics
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as well as operating constraints such as fuel starvation. Based on the linear analysis
of the 10 state model around different operating points, we found that the dominant
modes corresponded to the FR temperature, HDS and the anode hydrogen partial
pressure. Therefore our reduced order model has three states. The inputs to the
FPS+FC are fuel and air flow, while the stack current is considered as a disturbance.
The variables and parameters used in FC model are defined in Table 3.2. The
following assumptions were made for the simplified FC+FPS model.
• Due to the relatively large volume of the reformer, we assume that the dy-
namics associated with the fuel path are slower than those with the air path.
Consequently, the cathode dynamics are neglected.
• WGS reactions are fast and perfectly controlled and hence the dynamics are
neglected.
• The temperature inside the fuel cell is assumed to be controlled to remain
constant.
Since the stack current (Ist) is measured, the fuel and air flow are determined by
a static feedforward map to control the steady state fuel utilization (UH2) to 0.8 as
given in [106].
Hydro Desulphurizer
The HDS is represented as a large volume and is simplified as a first order lag with
a slow time constant (τHDS = 5sec) that reflects the slow dynamics of the linearized
model given in [106]. The other two states representing slow dynamics in [106] are
the FR temperature and the anode hydrogen partial pressure.
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Table 3.2: FC Modeling Nomenclature
Variable Description (Unit)
cp,FR Ratio of constant specific heat
of FR material (kJ/kg K)
E Open circuit fuel cell voltage
hin, hout Specific enthalpy (J/kg) of inlet
and outlet FR flows
mFR, Mass inside the reformer unit (kg)
Man, MH2 Molecular mass of anode material
and hydrogen(kg/mol)
nc Number of fuel cells in the stack
Nin, Nout Molar flow rates in and out of the FR (mol/s)
pan,pH2,an Anode total and hydrogen partial pressure (Pa)
R Universal gas constant (J/K mol)
TFR, Tan FR and anode temperature (K)
vohm, vact, vconc Ohmic, activation and
concentration loss respectively (volt)
Van Anode volume (m
3)
WFR,in Total flow into the FR (kg/s)
WFR,H2 , WFR,out Hydrogen and total flow out of FR (kg/s)
WH2,react Reacted hydrogen inside anode (kg/s)
WH2,an, Wan Hydrogen and total anode exit flow (kg/s)
Fuel Reformer
The FR model is developed in [106] and is summarized here. The temperature







where the inlet flow consists of the fuel and air flow and the outlet flow includes the
following species: CH4, CO, CO2, H2, H2O, N2.
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Anode
















where WFR,H2 is the hydrogen flow from the reformer, Wan, WH2,react are the anode







where ∆p0 is the pressure drop across the orifice with ∆p0 = 600Pa as given in [106].





where n is the number of cells (1000) and F is Faraday constant. The air supply is
assumed to be instantaneous and the cathode pressure follows the anode pressure.
Stack Voltage Model
The stack voltage is a function of the fuel cell temperature and pressure and is
given by vst = nc(E − vact − vohm − vconc) and further details of this model can be
obtained from [106].
The output of the FC system is connected to the DC-Link in PCM4 through a
DC/DC converter. For the particular system modeled, the total power output of the
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FC-FPS is between 80 KW and 330 KW.
















Open Loop Simulation of Fuel Cell Model
















Figure 3.4: Open loop simulations of fuel cell: current demand and generated power.
The open loop simulations for step changes in fuel cell load current are shown in
Figure 3.4. It can be seen that the fuel cell has a slower response, compared to that
of the gas turbine/generator set. The hydrogen starvation in the fuel cell due to the
slow reformer dynamics is reflected in the instantaneous increase followed by a dip in
the power output.
3.1.3 ZEDS Module
Fig.1.1 in Chapter 1 shows the diagram of a two-zone IPS which has PGM, EPM,
ESM and ZEDS. Since DC zonal architecture has many advantages over AC zonal
architecture [4] for shipboard application, DC ZEDS was targeted in our modeling
effort. The key components of DC ZEDS are vital/non-vital loads and power con-
version modules. The models for individual components are discussed briefly in the
sequel.
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Figure 3.5: SimPowerSystems/ARTEMIS model of PCM1 in ZEDS.
Fig.3.5 shows the model of PCM1. PCM1 is a step down DC/DC converter with
three reconfigurable switchboards. The step down DC/DC converter is modeled with
the 1-leg Time-Stamped Bridge of the ARTEMISr toolbox while other components
are modeled with SimPowerSystemsr toolbox. Manipulating the three switchboards
can reconfigure the power flow path of each electric zone. DC bus failure and recovery
emulation also can be achieved by the manipulation of switchboards. The output
voltage of PCM1 is 900VDC which is 200V less than the main bus. The loads of
PCM1 are one nonvital load and one vital load under normal situations. One vital
load will be added if the opposite main bus or PCM4/PCM1 is down because of either
equipment failure or battle damage.
PCM2/5 (DC/AC inverter for vital load)
Fig.3.6a shows the diagram of PCM2/5. PCM2/5 is a DC/AC inverter which
is modeled with SimPowerSystemsr Compatible 3-leg Time-Stamped Bridge of the






















Figure 3.6: Diagram of PCMs in ZEDS.
by any chance, there is an Auto Bus Transfer (ABT) circuit which can automatically
select power input port between the upper input and lower input. Usually the upper
input has higher priority than the lower one and will be dropped only when its voltage
decreases to 100V lower than the lower input. However, to balance load for the two
DC buses, the upper input will take over again if its voltage is recovered to 50V higher
than the lower input.
PCM3/6 (DC/DC converter for non-vital load)
Fig.3.6b shows the diagram of PCM3/6 which also is DC/DC converter. In
comparison with PCM1, PCM3/6 doesn’t have switchboards for load redirection.
PCM3/6 is modeled with the 1-leg Time-Stamped Bridge of the ARTEMISr toolbox
too. There is no ABT in PCM3/6 given the nonvital nature of the loads connected




Fig.3.6c is the diagram of PCM4 which conventionally is an AC/DC converter
converting three-phase AC power to DC power by controlling the rectifier firing angle.
For our model, PCM4 has hybrid power sources, AC main bus and fuel cell, the
output of AC/DC was connected with output of the DC/DC converter of fuel cell
model through DC-Link. The proportion of power drawn from AC bus and fuel cell
respectively can be dynamically managed by splitting the desired current to the two
input converters. To get well regulated DC voltage on the port bus and starboard bus,
there are starboard side and port side output DC/DC converters drawing power from
DC-Link and regulating the voltage on the two DC buses to 1100VDC. The modeling
of the two output DC/DC converters is similar to the DC/DC converter in PCM1, the
buck converter topology is adopted and modeled with SimPowerSystemsr compatible
1-leg Time-Stamped Bridge of the ARTEMISr toolbox. Both of the output converters
are regulated by their dedicated PI controller.
Loads
Vital/nonvital loads were modeled as constant power loads. All of the loads can
draw a certain amount of power from the DC bus according to commands from the
energy management module. More detailed load models such as those for DC motor
or AC motor also could be modeled and integrated in the future.
3.1.4 Propulsion Module
Electric Propulsion System Model
The electric propulsion system model is a three-phase AC/DC/AC variable speed
transmission system with the low speed, high torque Permanent Magnet Synchronous
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Motor (PMSM) driving the propeller. The AC/DC rectifier is modeled with SimPowerSystemsr
toolbox Universal Bridge. There is also a braking chopper on the DC-Link to absorb
the regenerated energy by the motor at the crash stop situation. The DC/AC inverter
which works as the frequency converter and drives the propulsion PMSM is modeled
with Time-Stamped Bridge of the ARTEMIS toolbox and controlled by a close loop
speed controller. Other than the three-phase AC/DC/AC propulsion system, other
AC propulsion technologies such as cyclo-convertor [10], matrix converter [14] and
high temperature superconductor (HTS) motor [15] also can be modeled and inte-
grated into the propulsion module in the future.
Ship Dynamic Model
The load torque to the eletric propulsion motor is determined by the ship dynamic
model, which calculates the ship speed and propeller speed according to hydrody-
namics. The ship model given in [16] is adapted. It includes the added mass and
hydrodynamic forces and moments acting on the ship. Given a desired ship speed,
the desired motor speed and torque are calculated in this module and fed to the
propulsion motor control unit.
3.2 Model Integration, Distribution and Prelimi-
nary Simulation
3.2.1 Model Integration and Distribution
There are two stages for the IPS model integration. First of all, the ZEDS module
and propulsion module are integrated and tested respectively. As we discussed in
the previous sections, the key components of ZEDS, loads and PCMs, are separately
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developed and tested. After that, all of the PCMs and loads are interconnected
to form the two zones of the ZEDS. The integration of ship dynamic model and
propulsion model is quite straightforward too. The desired propeller torque and
speed signals which are calculated by ship dynamic model are sent to the motor in
the propulsion model. Then ZEDS and propulsion modules are connected with the
power generation module.
The IPS is a large scale system which has many subsystems with different charac-
teristics. For example, the dynamics of G/T and FC are relatively slow, and sampling
at 1ms time step is sufficient. On the other hand, PCMs have high frequency power
switches, the subsystem time step is 50µs in our case which is much shorter than
PGMs’. To get a relatively balanced computation task distribution among all CPUs
for better simulation performance, one has to distribute the model properly into the
8-CPU simulator. There are several considerations that need to be taken into account
in allocating resources: (1) The subsystems assigned to each CPU should assume that
no overruns will result, otherwise simulation performance will be compromised; (2)
Since real-time communication between targets is a resource demanding process, it
is advantageous to assign a modularized subsystem as one entity to one CPU in-
stead of splitting the subsystem into several parts to reduce the number of signals
to be exchanged between targets; (3) Each CPU can run real-time simulation with
one sampling rate, subsystems with slow sampling speed can be grouped with the
subsystem with fast sampling speed. Given these constraints, we assign one CPU for
subsystems PGM(Gas Turbine), PGM(Fuel Cell) and EPM while splitting the ZEDS
into two subsystems with two associated CPUs.
Another challenge for model distribution is that all of the distributed subsys-
tems exchange information through the RT-LAB block-OpComm, which is only com-
patible with arrowlines. Arrowline indicates the unidirectional signal flow and is
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the default connection for Simulinkr as well as many Simulinkr compatible tool-
box blocks. However, the power conversion and propulsion subsystems developed
with SimPowerSystemsr toolbox use stublines by default. The stubline passes sig-
nals bidirectionally just as a physical wire would do. The incompatibility between
SimPowerSystemsr sub models and OpComm blocks is resolved by DC and AC bus
models which convert the signals flow on the stubline into signals flow on the arrow-
line. These bus models are incorporated to appropriate locations where it is necessary
to split the model and assign different CPUs to the subsystems.
Based on the integrated model, simulations were performed which will be discussed
in the following subsection.
3.2.2 Preliminary Simulations
To validate the IPS model of an AES, realtime simulation was performed on the
RT-LAB system. The IPS has a main power generation system, namely a gas turbine
generator set, which can deliver power up to 1.4MW. The auxiliary power generation
system is a fuel cell power system which can provide up to 330KW power for the ship
service loads. The rated power of the electrical propulsion system is 1.3MW which
can drive the model ship with a ten-knot speed. The goals of the simulations are to
validate the transient response, failure emulation and power flow path reconfiguration
capability of the IPS model.
Fig.3.7 shows power consumed by loads during a failure and reconfiguration pro-
cess where four scenarios are represented. Scenario 1: the port bus or local PCM1/PCM4
is down, the non vital load loses its power while the vital load draws power from the
STBD bus. Scenario 2: the port bus is reconfigured or the PCM1/PCM4 is recovered,
all loads draw equally 40KW power from both buses. Scenario 3: the STBD bus is
down which leads to the STBD side nonvital load losing its power. The vital load
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The consumed power by port side vital load
























Figure 3.7: Power consumed by loads at failure and reconfiguration scenarios.
works fine since it is switched to draw power from the port bus. Scenario 4: both
buses are down, consequently all of the loads lose their power. This testing verified
the failure emulation and reconfiguration capability of the ZEDS model, which is
critical to enable the algorithm development of intelligent reconfiguration of ZEDS in
the future.
Fig.3.8 shows the transient response of the propulsion motor when the ship speed
is accelerated from 0 knot to 8 knots. To accelerate the propeller speed, the actual
torque is significantly larger than the desired torque during the starting up period.
Both the actual torque and speed curves match with the desired curves very well after
that, which confirms that the propulsion model captures the ship dynamic model as
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Figure 3.8: Propulsion motor transient.
required.
3.3 Graphical User Interface (GUI) Development
Since the system is very complicated and many signals have to be sent to the
console on the host PC, a single window console is too busy to be used to monitor the
signals during the simulation. On the other hand, we have to interact with the model
during realtime simulation to operate the reconfigurable switches in the PCM1. So
a GUI is necessary to create an engineering environment where one can monitor and
manipulate the simulation.
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Figure 3.9: The top level GUI of the IPS.
We developed the GUI based on Testdriver V2.1.3 which is compatible with both
MATLAB/Simulinkr and LabVIEWr. The GUI has a multi-level structure. The top
level GUI is shown in Fig.3.9 and is similar to the structure shown in Fig.1.1, where
the displayed signals can be used to indicate the health and status of the system.
We are also able to navigate to each of the sub-level GUIs for different subsystems
by clicking on their respective buttons. In the sub-level GUI, data acquisition and
control signals of the subsystem are displayed.
As an example, the Failure, Reconfiguration, Operation and Drive Scenarios, a
sub-level GUI for power management, is given in Fig.3.10. The Failure, Reconfigu-
ration, Operation and Drive Scenarios GUI is the one which can set the ship speed,
emulate PCM or DC bus failure and reconfigure the power flow path. The buttons
on the GUI, corresponding to Switch1, Switch2 and Switch3 of PCM1 in Fig.3.5, can
be pushed on or off to emulate bus crashing or to redirect the power flow. Numeric
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Figure 3.10: Failure, reconfiguration, operation and drive scenarios GUI.
boxes next to the PCMs allow manual inputs to change the loads associated with
corresponding PCMs. The ship velocity command knob controls ship speed. The two
waveform charts display the desired and actual speed and torque for the propeller.
3.4 Summary
In this chapter, a simulation model for the IPS of an AES is developed. The model
integration and distribution strategy on a multi-rate multi-node realtime simulation
platform is discussed. The LabVIEW based graphic user interface is introduced. The
preliminary simulation results verify that the IPS model can perform simulations
for scenarios such as failure emulation, power flow path reconfiguration and energy
management.
As discussed in this chapter, the IPS of an AES has a gas turbine, a fuel cell power
system, two electric propulsion systems, and a Zonal Electrical Distribution System
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(ZEDS) which, by itself, has many power conversion modules and loads. Both the gas
turbine/generator and the fuel cell power system energize the ZEDS DC bus, forming
an isolated DC Hybrid Power System (DHPS) which has multiple FBCs and a DABC
as the power conditioning devices. However, for the isolated hybrid power system, the
wide range of operating conditions, the requirements for fast power response and load
following, coupled with the stringent constraints of high power quality and system
reliability, have imposed challenges for control of the power converters whose dynamic
characteristics are highly nonlinear. Motivated by the challenges and importance of
the DC Hybrid Power System (DHPS) control, analysis, modeling and control of
power converters for the DHPS will be presented in the following several sections.
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Chapter 4
Power Flow Characterization of the Dual Active
Bridge Converter
The Dual Active Bridge Converter (DABC) is a bidirectional DC/DC converter
which is used to charge and discharge the energy storage bank of the DHPS. In this
chapter, we will illustrate that the power flow model of a DABC given by [54, 55],
albeit simple, can not be used for effective power flow control design. Therefore, a
novel power flow model for the DABC is developed. The fundamental phenomena
are first introduced. After that, the conventional power flow analysis is introduced.
Then, the effects of minor parameter such as the power semiconductor voltage loss
and dead time are investigated. Based on the analysis, a new power flow model is then
developed. The model can accurately predict the power flow over a wide operating
range. The experimental results confirmed the effectiveness of the new model.
4.1 Fundamental Phenomena of DABCs
Fig.4.1 shows the configuration of the DABC, where Q9 − Q16 are the power
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Figure 4.1: Dual active bridge DC/DC converter topology.
Co3 are the capacitors connected to the DC side of each bridge. The AC side of each
bridge is connected to the transformer with corresponding primary voltage Vac5 and
secondary voltage Vac6, respectively. If we ignore the power semiconductors’ voltage
loss, Vac5 could equal Vsc, −Vsc or 0 while Vac6 could equal to Vo, −Vo or 0, depending
on the DAB’s operating mode, where Vsc and Vo are the voltages across the capacitors
Csc and Co3, respectively. Unlike many bidirectional isolated DC/DC converters with
asymmetrical topology [56–62], the DAB converter has two symmetrical full bridges.
The DABC is typically modulated by the phase shift modulation strategy shown in
Fig.4.2(a). Note that β3 is the normalized phase shift between the two full bridges.
It serves as the control input for manipulating the DAB converter, where β3 ∈ [0, 1]
for the boost direction and β3 ∈ [−1, 0] for the buck direction. Note that since
the parallel resistance and inductance are much greater than the series resistance
and inductance, the equivalent circuit model of a high frequency transformer can be
simplified as an ideal transformer with primary series inductor (leakage inductor).
Therefore, the electrical connection between Vac5 and Vac6 shown in Fig.4.1 can be
expressed by the diagram shown in Fig.4.3, where L3 is the leakage inductance. By
shifting the phase between the two full bridges, different combinations of Vac5 and Vac6


























Figure 4.2: Phase shift modulation of DAB converter: (a) modulation sequence; (b)








Figure 4.3: Simplified scheme of a dual active bridge DC/DC converter .
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and magnitude of the power flow. For the boost direction, the power flow can be





For applications such as energy storage systems, DAB converters are expected to
operate over a wide range of operating conditions without substantial performance
degradation, especially for mobile applications. Our experiments revealed three phe-
nomena that deteriorate the performance of the DABC and are not predicted by the
conventional model [94, 95]. These phenomena are internal power transfer at zero
phase shift, phase drift, and low system efficiency in certain operating ranges. We

























Figure 4.4: Internal power transfer for phase shift β3 = 0.
The internal power transfer phenomenon refers to nonzero power transfer for zero




























































Figure 4.5: Power flow curves for Vo = 80V .
calculated P6 using the conventional power transfer model [54], [55] for phase shift
β3 = 0. It should be noted that the difference between the measured power (P5 and
P6) and the calculated power (P6) is remarkable and that the difference increases as
|n3Vsc−Vo| increases. A similar phenomenon has been pointed out in [46], where it is
referred to as the dead time1 negative feedback effect. Moreover, Fig.4.5 compares the
measured and the calculated power flow curves for different combinations of Vsc and
Vo at different β3. First of all, there are significant differences between the calculated
and the measured power flow curves, especially when β3 is small. Fig.4.5 suggests
that the power flow model given by (4.1), albeit simple, can not be used for effective
power flow characterization. Moreover, if n3Vsc 6= Vo, the output power is nonzero for
β3 = 0. For n3Vsc > Vo, the controllable output power is always larger than zero for
β3 ∈ [0, 1]. However, for better power management performance, it is desirable that
the output power spans the entire operating range between zero and the maximum
1The dead time is a short time period between the modulation sequences of each pair of power
switches on the same half bridge, e.g. between Q9 and Q10. The dead time is typically used to avoid
short-through circuit instead of transferring power.
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value. Finally, if n3Vsc < Vo, the power flow direction is reversed if β3 is small. Under
this condition, if we force P5 = 0 (or P6 = 0), we have P6 < 0 (or P5 > 0 respectively),

























Figure 4.6: Measured efficiency curve for Vsc = 30.
Fig.4.6 shows the measured efficiency curve of the DABC operating with Vsc = 30V
and Vo = 80V . The maximum efficiency is less than 67% for this case. It is known that
negative power leads to high conduction losses and therefore reduces the efficiency [36].
However, an analytical explanation of the conditions associated with the low system
efficiency has not been fully explored yet.
In addition, the phase drift phenomenon has been observed in experimental tests
when n3Vsc 6= Vo and the commanded phase shift is zero. As shown in Fig.4.7, a
phase drift can be identified in the transients between the voltage waveforms Vac5 and
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Figure 4.7: Phase drift phenomenon for Vsc = 30 and phase shift= 0 (The two plots
at the bottom are zoomed in characteristics of the top one.).
Vac6/n3 while the desired phase difference is zero. The phase drift typically imposes a
large voltage (with absolute value ' Vac5 +Vac6/n3 ' Vsc+Vo/n3) across the inductor
and significantly influences the inductor current iL3, as shown in Fig.4.7. Therefore,
it causes additional power transfer.
4.2 Conventional Power Flow Analysis
The goal of power flow analysis is to obtain an analytical power transfer equation
that relates the power flow to the specified power circuit parameters and the phase
shift [54], [55]. It is worthwhile to point out that the power flow analysis for both
boost and buck directions is essentially the same because of the symmetric structure
of the DAB converter. Therefore, for conciseness, only the boost direction will be
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investigated in the subsequent analysis.
Since the dynamics of the capacitor voltages Vsc and Vo are much slower than that
of the inductor current iL3, we can assume that Vsc and Vo are constant over each
switching period. Therefore, to compute the average power, we can define operating
modes according to the evolution of iL3. Whenever the inductor current iL3 either
changes slope or crosses zero, the operating mode changes. Consider the case nVsc <
Vo as an example. For the half switching period [t0, t0 +
T
2
], there are three operating
modes, namely M1, M2 and M3 with corresponding time intervals τa, τb and τc
respectively as illustrated in Fig.4.2(b), where
M1 : t ∈ [t0, t0 + τa];
M2 : t ∈ [t0 + τa, t0 + τa + τb];
M3 : t ∈ [t0 + τa + τb, t0 + T2 ].
Note that τa+τb+τc = T/2. It is also worthwhile to point out that, for all waveforms
of Vac, iL3, i5 and i6 presented in figures of this dissertation, the time-axis intersects
the y-axis at y = 0.
If we ignore the difference between the input and output power and only consider












Vsc − Von3 , forM2 andM3.
(4.2)
Given the symmetric structure of the DAB converter topology, at steady state,
the average value of iL3(t) must be zero over one switching period T and iL3(t0) =




































Solving (4.5) and (4.6), we have
τb =











With the assumption that the input and output voltages Vsc and Vo are constant

































Remark 1 At zero phase shift (β3 = 0, τa =
β3T
2
= 0), we have
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2. The slopes of iL3 are the same over the two modes M2 and M32;





iL3 dt = 0, therefore P6 = 0.
Note that for n3Vsc ≥ Vo, the power flow expression is the same as (4.9) [54], [55].
Remark 2 We define the power in the desired direction as the positive power and the
power in the opposite direction as the negative power. (4.9) and Remark 7 suggest that,
for zero phase shift, the positive power and the negative power are canceled over the
half switching cycle if we only consider the major parameters. Therefore, the average
output power is always zero. This conclusion contradicts with the experimental results
shown in Fig.4.4, motivating an in-depth power flow analysis for the DAB converter
(to be presented in the subsequent sections).
4.3 Effects of Minor Parameters on Power Trans-
fer of the DABC
Traditional power flow analysis for power converters only considers major param-
eters [65]. This is because most power converters use a dedicated inductor as the
energy transfer element, and the input or output voltage is directly applied to the
inductor. Therefore, the voltage loss of the power semiconductor is negligible. How-
ever, the DAB converter uses a µH or even nH level leakage inductor as the energy
transfer element. The voltage applied to the inductor depends on |Vac5 + Vac6/n3|
and |Vac5 − Vac6/n3| for different time intervals. For many applications [35], [36],
|Vac5 − Vac6/n3| is only several volts, which leads to the hypothesis that the power
2This property holds for all β3 ∈ [0, 1] by (4.2).
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semiconductor voltage loss is not negligible for the power flow characterization of the
DAB converter. On the other hand, the phase drift phenomenon and internal power
transfer phenomenon are correlated to the dead time in experimental results. Dead
time typically causes additional output voltage deviation and power loss for power
converters [32, 66]. Therefore, an analysis of the dead time effect is necessary for
understanding the phase drift phenomenon. In the following subsections, in addition
to major parameters Vsc, Vo, L3, T , n3 and β3 used in the conventional analysis, we
investigate the effects of the minor parameters, namely power semiconductor voltage
loss and dead time.















Figure 4.8: Ideal waveforms of DAB converter considering power semiconductor volt-
age loss.
To illustrate the effects of voltage loss across power switches, we again consider
the case n3Vsc < Vo and β3 = 0. The ideal waveforms are shown in Fig.4.8. Let Vs
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and Vd denote the voltage loss across the power switches Q9 − Q16 and anti-parallel
diodes D9 −D16. Note that, for conciseness, we assume that the power switches and
anti-parallel diodes of the primary full bridge have the same voltage loss as their
corresponding counterparts of the secondary full bridge. In general, the voltage loss
of a power semiconductor may not be constant for varying current. However, for a
given operating range, it is reasonable to assume constant voltage loss because the
conduction resistance of the power semiconductor is very small (mΩ level). We now
proceed to characterize the power flow of the DAB converter as follows:
Define M1, M2 and M3 in the same way as in Section II (now τa = 0 since
β3 = 0), where the voltages across the leakage inductor at different time intervals are
given in Table.4.1:
Table 4.1: Voltage across the leakage inductor considering power semiconductors
voltage loss
Operating mode Vac5 Vac6
M2 Vsc − 2Vs Vo + 2Vd
M3 Vsc + 2Vd Vo − 2Vs




n3Vsc + 2nVd − (Vo − 2Vs)
n3Vsc − 2nVs − (Vo + 2Vd)
. (4.10)
(4.10) together with
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n3Vsc − Vo − 2nVs − 2Vd






i5(t) = ni6(t) =










(n3Vsc − Vo + 2nVd + 2Vs)τc
n3L3
. (4.15)


































Remark 3 At zero phase shift, the voltage loss of the power semiconductor can cause:
1. τb 6= τc (as shown by (4.10));
2. The slope of iL3 is NOT the same for modes M2 and M3, since the voltage
across the inductor Vac5 − Vac6/n3, calculated using data in Table.4.1, are dif-
ferent;
3. P5 6= 0 and P6 6= 0 as calculated in (4.16), (4.17).
Therefore, the minor parameters Vs and Vd affect the distribution of positive power
and negative power, leading to P5 6= 0 and P6 6= 0 at β3 = 0. Taking this one step
further, the effects of dead time will be considered in the next subsection.
4.3.2 Dead Time Effect
We now show that the existence of a dead time causes the phase drift phenomenon
we noted in the Introduction. For continuity and simplicity, we consider again the
57
case with n3Vsc < Vo and β3 = 0. Referring to the current and voltage waveforms
plotted in Fig.4.9, suppose that the DAB is modulated by gating sequences Vg, with
dead time Td between transits at each half switching period. Given n3Vsc < Vo,
iL3(t) must be decreasing during t0 ≤ t ≤ t0 + T2 , since Q9, Q12, Q13 and Q16 are
turned on and Vac5 > 0, Vac6 > 0. Given the symmetric structure of the topology,
iL3(t0) = −iL3(t0 + T2 ), we must have iL3(t0) > 0 and iL3(t0 +
T
2
) < 0, implying that
i5 has to pass through D9 and D12 while i6 passes through Q13 and Q16 during τc. At
time t = t0 +
T
2
, Q9, Q12, Q13 and Q16 are turned off, causing i6 to be switched to D14
and D15 immediately while i5 keeps passing through D9 and D12. This is equivalent
to an undesired additional phase shift between Vac5 and Vac6 which enables i5 passing
the power devices Q9/D9 and Q12/D12 during the dead time. We define the undesired
phase shift as phase drift. If iL3(t0 +
T
2
) is not large enough, then iL3(t) will go to
zero before t = t0 +
T
2
+ Td as shown in Fig.4.9a (Case I), meaning that there is a
negative phase drift ∈ [−2Td/T, 0]. Otherwise, i5 keeps passing through D9 and D12
until the dead time ends and Q10 and Q11 are turned on as shown in Fig.4.9b (Case
II), leading to a negative phase drift −2Td/T . Similarly, for the case n3Vsc > Vo and
d = 0, there is a phase drift (lead) for the primary voltage Vac5 in comparison with
the secondary voltage Vac6.
Remark 4 The phase drift only provides the freewheeling path for the inductor cur-
rent iL3 and iL3 can reach zero but never can cross zero and be built up.
We next derive expressions for the power flow that include the dead time as well









































Figure 4.9: Dead time effect of DAB converter.
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Case I
If |Vac5−Vac6/n3| is not large enough to build large |iL3|, then |iL3| reduces to zero
before t = t0 +
T
2
+ Td, which results in a phase drift ∈ [−2Td/T, 0]. In this case, the
ideal waveforms are shown in Fig.4.9a. Define M1, M2 and M3 in the same way as
in Section II, where the voltages across the leakage inductor at different time intervals
are shown in Table.4.2. Here, M2 is not considered given that iL3 = 0, i5 = 0 and
i6 = 0 for t ∈M2.
Table 4.2: Voltage across the leakage inductor for case I
Operating mode Vac5 Vac6
M1 −(Vsc + 2Vd) Vo + 2Vd








n3Vsc − Vo + 2n3Vd + 2Vs












−iL3(t), for t ∈ [t0, t0 + τa];
iL3(t), for t ∈ [t0 + τa, t0 + T/2 + τa];







, for t ∈ [t0, t0 + T/2];
− iL3(t)
n3
, for t ∈ [t0 + T/2, t0 + T ].
(4.22)

































Note that, for Case I, |iL3| reduces to zero before t = t0 + T2 +Td. This fact implies
τa + τc ≤ T/2. Therefore, for τb = T/2− τa− τc, there is no power transfer (iL3 = 0).
Case II
If |Vac5−Vac6/n3| is large enough to build large |iL3| such that iL3(t0 + T2 +Td) 6= 0,
then the phase drift equals to −2Td/T . In this case, the ideal waveforms are shown in
Fig.4.9b. Defining M1, M2 and M3 as in Section II, the voltages across the leakage
inductor at different time intervals are shown in Table.4.3.
Table 4.3: Voltage across the leakage inductor for case II
Operating mode Vac5 Vac6
M1 −(Vsc + 2Vd) Vo + 2Vd
M2 Vsc − 2Vs Vo + 2Vd
M3 Vsc + 2Vd Vo − 2Vs
Given Table.4.3 and
τa = Td, (4.25)







(n3Vsc − Vo + 2n3Vd + 2Vs)T2 + 2(Vo + Vd − Vs)Td
2n3Vsc − 2Vo − 2(n3 − 1)(Vs − Vd)
, (4.27)
τc =
(n3Vsc − Vo − 2Vd − 2n3Vs)T2 − 2n3(Vsc + Vd − Vs)Td





−iL3(t), for t ∈ [t0, t0 + τa];
iL3(t), for t ∈ [t0 + τa, t0 + T/2 + τa];






, for t ∈ [t0, t0 + T/2];
− iL3(t)
n3
, for t ∈ [t0 + T/2, t0 + T ].
(4.30)
iL3(t0 + Td) =






) = −iL3(t0) =
(n3Vsc − Vo + 2n3Vd + 2Vs)τc
n3L3
. (4.32)








































Similarly, for the case of n3Vsc > Vo and β3 = 0, a model for P5 and P6 can be














































Figure 4.10: Power flow model validation for Vo = 80V and β3 = 0: (a) P5; (b) P6.
the analysis is also valid for the buck direction (β3 ∈ [−1, 0]).
Note that for the case of β3 6= 0, Case I and Case II can be combined. This
is because small β3 can build up |iL3| such that iL3(t0 + T2 + Td) 6= 0, resulting in a
phase drift equal to −2Td/T .
Remark 5 The dead time effect analysis for β3 = 0 can be extended to β3 6= 0. Let t0
donate the time instance when the transformer primary voltage Vac5 changes polarity
to positive. Then, if iL3(t0 +
T
2
)× iL3(t0 + T2 +
β3T
2
) > 0, there is a phase drift between







) × iL3(t0 + T2 +
β3T
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) < 0. Therefore, iL3






has to pass through the original devices at t = t0 +
T
2
until the end of the dead time,
leading to a negative phase shift −2Td
T
; similarly, if iL3(t0 +
T
2
) > 0, there is a positive
phase shift 2Td
T
. Moreover, if the DAB converter operates in a small β3 region, then
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there is a phase drift because a small β3 leads to iL3(t0 +
T
2




Moreover, if iL3(t0 +
T
2
)× iL3(t0 + T2 +
β3T
2
) < 0, there is no phase drift between Vac5
and Vac6. This is because iL3 can be immediately switched to different power devices
at t = t0 +
T
2












Fig.4.10 shows that the calculated P5 and P6 based on the analysis presented in this
section are very close to the experimental results. Therefore, the minor parameters
Vs, Vd and Td affect the slope of iL3 and the length of the time intervals τa, τb and τc,
and consequently influence the distribution of positive power and negative power and
the average power P5 and P6. The effectiveness of the results for β3 = 0 (Fig.4.10) and
the extension of dead time effect analysis to β3 6= 0 (Remark 5) motivate the authors
to explore power flow characterization of the DAB converter over a wide operating
range, which will be discussed in the next section.
4.4 Power Flow Characterization of the DABC over
a Wide Operating Range
We now derive a general characterization for the power flow of the DAB converter.
To do so, we consider three different cases, namely n3Vsc < Vo, n3Vsc = Vo and
n3Vsc > Vo, because Vac5 + Vac6/n3 ' Vsc + Vo/n3 and Vac5 − Vac6/n3 ' Vsc − Vo/n3
determine the shape of iL3. For each case, we divide the operating range β3 ∈ [0, 1]
of the converter into several regions, defined as illustrated in Fig.4.11 and described
in detail below. For different operating regions, Fig.4.12 shows the corresponding
ideal waveforms of the DAB converter, while Table.4.4 lists all necessary equations
for deriving the boundaries and the power flow equations for different regions. The
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following intermediate variables are defined in order to present Table.4.4:
K1 = n3Vsc − Vo + 2n3Vd + 2Vs, (4.35)
K2 = n3Vsc − Vo − 2n3Vs − 2Vd, (4.36)
K3 = 2n3(Vsc + Vd − Vs), (4.37)
K4 = 2(Vo + Vd − Vs), (4.38)
K5 = n3Vsc + Vo − 2(n3 + 1)Vs, (4.39)
K6 = n3Vsc + Vo + 2(n3 + 1)Vd, (4.40)
K7 = 2n3Vsc − 2Vo − 2(n3 − 1)(Vs − Vd), (4.41)
K8 = 2n3Vsc − 2Vo − 2(n3 + 1)(Vs − Vd), (4.42)
i7 = iL3(t0), (4.43)
i8 = iL3(t0 + τa), (4.44)
i9 = iL3(t0 + τa + τb). (4.45)






Figure 4.11: Operating region separation.
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) < 0 for a small β3. Therefore, following Remark 5, there is a
phase drift δ = −2Td
T
over a certain range of β3. So, the DAB converter will be
operating with three different regions in this case. The first region (Region A) is
0 ≤ β3 ≤ 2TdT , wherein β3 +δ is less than zero due to the phase drift. Let BL1, defined
as {(Vsc, Vo, β3)|β3 = 2TdT , n3Vsc − Vo ≤ 0}, represents the boundary line between
Region A and Region B. In Region B, the phase drift phenomenon still exists, but
the actual phase shift is larger than zero. However, referring to Fig.4.12B and Table









) = 0 (τc = 0). Let BL2, defined as {(Vsc, Vo, β3)|β3 = −(n3Vsc−Vo−2Vd−2n3Vs)2(Vo+Vd−Vs) +
2Td
T
, n3Vsc−Vo ≤ 0}, denotes the boundary line between Region B and C, iL3(t0+ T2 ) >






) < 0 in that case, so the current in both bridges can be immediately
switched. Therefore, there is no phase drift, leading to the third region (Region C).
For n3Vsc = Vo, there is a phase drift δ = −2TdT for small β3 by as discussed
in Remark 5. This is because the DABC works with Discontinuous Current Mode
(DCM) for small β3 such that iL3(t0 +
T
2





) < 0. Moreover,
there is no power transfer if β3 ≤ 2TdT since iL3(t0 +
T
2
) ' 0 and the phase drift only
provide freewheeling path for iL3 and can not build up inductor current (Remark




for large β3, and there is no phase drift. Therefore, three regions are defined in this
case. The first region (Region D) is defined by 0 ≤ β3 ≤ 2TdT , where there is no
power transfer. The DABC operates with DCM mode in the second region (Region
E) wherein δ = −2Td
T





, referring to Fig.4.12E and Table
4.4 (Region E), we have iL3(t0 +
T
2
) = 0 (τc = 0). Since n3Vsc = Vo, we can use
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the same boundary line BL2 to represent the boundary line separating Region E









) < 0, leading to the third region (Region F)
wherein phase drift δ = 0.












) > 0. Therefore, two regions are defined in














) = 0 (τb = 0). Let BL3,
defined as {(Vsc, Vo, β3)|β3 = (n3Vsc−Vo−2Vd−2n3Vs)2n3(Vsc+Vd−Vs) −
2Td
T
, n3Vsc − Vo > 0}, representing
the boundary line between Region G and H. If the converter operates at the right
side of the boundary line BL3, we have iL3(t0 +
T
2






leading to the second region (Region H) with zero phase drift.
Note that for all of three cases, namely n3Vsc < Vo, n3Vsc = Vo and n3Vsc > Vo, we
assume that the operating mode of the DAB converter will transfer from the region
with a phase drift (Region B, E or G) to the corresponding one without phase drift
(Region C, F or H) immediately whenever β3 acroses the boundary lines BL2 and
BL3, respectively. But in reality, there will be a short interval wherein the phase
drift phenomenon fades away gradually if β3 acroses the boundary lines. Due to the
symmetric structure of the converter, the analysis can be also applied for the buck
direction operation.
The power flow analysis for different regions can be performed following the same
procedure as presented in Section III. Note that there is no power transfer for Region
D, and Regions F and H have the same power flow characterization as Region C.
Therefore, only waveforms and equations of Region A, B, C, E and G are provided
in Fig.4.12 and Table.4.4.










































































































































































































































































































































































































































































































































































































































































































minor parameters on operating regions are summarized as follows:
1. Dead time introduces negative phase drift in Regions A, B, D and E and positive
phase drift in Region G. Dead time has no impact in Regions C, F and H.
Moreover, in Regions A, B, and G, the converter operates with hard switching
since it does not satisfy the soft-switching condition given by [54]. In addition,
phase drift introduces additional negative power over each half switching period
in Regions A, B, and G, leading to high conduction loss. Furthermore, for high
power applications, since the dead time has to be chosen large enough to assure
safe operation of the converter, the dead time effect will be significant if the
converter operates in Region A, B and G. Therefore, the DAB converter should
be designed such that the nominal operation point is outside Region A, B and
G to achieve high system efficiency.
2. For all operating regions, the voltage loss of power devices affects the slope of
iL3 and the distribution of positive power and negative power, and consequently
influence the average power P5 and P6. Moreover, the voltage drop effect is more
prominent for low voltage applications than that for high voltage applications,
where an external inductor is often used as the energy transfer element and high
voltage will be applied to the inductor in latter case.
Fig.4.13 shows the power curves of the conventional model and the new model for
Vsc = 30V , Vo = 80V , Vs = 2V , Vd = 1V and β3 ∈ [0, 1]. If the minor parameters are
nonzero, from the power flow curves calculated by the new model, if 0 ≤ β3 < 0.078,
then P5 < 0 and P6 < 0, indicating that the power flow direction is opposite to the
desired direction (Reversed Power Flow). For 0.078 ≤ β3 < 0.088 or 0.96 ≤ β3 ≤
1, P5 > 0 and P6 < 0, the DAB converter acts as an energy sink (Energy Sink),
meaning that the converter draws power from both the P5 and P6 ports and the
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Figure 4.13: Power flow characteristics for Vsc = 30V , Vo = 80V , Vs = 2V , Vd = 1V
and Td = 2.5µs.
energy is dissipated in the power devices. For 0.088 ≤ β3 ≤ 0.96, we have P5 > 0 and
P6 > 0, illustrating that the DAB converter delivers power with the desired direction.
Moreover, at β3 = 0.088, the fact that P6 = 0 suggests that the positive power and
the negative power are canceled. So the efficiency is extremely low (Extremely Low
Efficiency) if the DAB converter operates at the region close to β3 = 0.088. Therefore,
new characteristics such as Reversed Power Flow and Energy Sink can be analytically
identified and the Extremely Low Efficiency phenomenon also can be explained by the
new power flow model. Moreover, the DAB converter reaches the maximum output
power at β3 = 0.5. For the same output power, if the DAB converter operates in the
β3 < 0.5 region, the input power is less than that of the converter operating in the
β3 > 0.5 region, suggesting that the DAB converter should operate in the β3 < 0.5
region to achieve high efficiency. Actually, many DAB converters operates in a small
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β3 region [46], where the effect of the minor parameters is more significant, justifying
the technical contribution of this paper. It is worthwhile to point out that both P5
and P6 calculated by the new model are equal to P6 calculated by the conventional
model for the whole operating range if the minor parameters Vs, Vd and Td are zero,
suggesting that the new power flow model is consistent with the conventional analysis
as described in Section II.
















































Figure 4.14: The minor parameters impact on power flow characteristics for Vsc = 30V
and β3 ∈ [0, 0.26].
Fig.4.14 compares the effect of the minor parameters for Vsc = 30V , Vo = 80V ,
Vs = 2V , Vd = 1V and 0 ≤ β3 ≤ 0.26 (0 ≤ P6 ≤ 1000W ). It is obvious that the dead
time effect is more significant than the one of the voltage loss for P5 model. For P6
model, the dead time effect is more prominent than the voltage loss for β3 < 0.152
while the voltage loss is more significant than the dead time for 0.152 ≤ β3 ≤ 0.26.
The voltage loss affects power flow for β3 ∈ [0, 1] while the dead time only influences
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power flow for small phase shift β3. Therefore, if we only consider the voltage loss,
the power curves for both P5 and P6 converge to the curves with nonzero minor
parameters. If we only consider the dead time, the power curves for both P5 and P6
converge to the curves with zero minor parameters.
To verify the effectiveness of the power flow model, experimental validation results



































































Figure 4.15: Power flow curve for Vsc = 30V .
Fig.4.15a shows the power curve of P5 vs. β3, while Fig.4.15b demonstrates the
power curve of P6 vs. β3 for the DAB converter operating at Vsc = 30V and Vo = 80V .
The experimental results validate the new power flow equation while the conventional
power flow equation (characterized by the conventional model) shows significant error.
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Moreover, new characteristics Reversed Power Flow and Energy Sink captured by the































































Figure 4.16: Power flow curve for Vsc = 40V .
Fig.4.16 demonstrates the power curve of the DAB converter operating at Vsc =
40V and Vo = 80V . For this case, the DAB converter works at Region D for 0 ≤ β3 ≤
0.05 and Region E for 0.05 ≤ β3 ≤ 0.12, respectively. The new power flow model is
much more accurate than the traditional power flow equation (characterized by the
conventional model) because the minor parameters significantly affect the power flow
of the DAB converter for these two regions. Note that there is no power transfer when
0 ≤ β3 ≤ 0.05 (Region D) for the reason as stated in Section IV. Once β3 > 0.12, the
DAB converter operates at Region F (no phase drift). At this region, P6 calculated
by the conventional model is larger than P6 but smaller than P5 given by the new
model. Therefore, the conventional power flow equation is a good approximation in
this region although the new model is still more accurate than the conventional one
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Figure 4.17: Power flow curve for Vsc = 50V .
Fig.4.17 shows the power curve of the DAB converter operating at Vsc = 50V and
Vo = 80V . For this case, the DAB converter works at Region G for 0 ≤ β3 ≤ 0.05
and Region H for β3 > 0.05, respectively. The new power flow model is much more
accurate than the traditional power flow equation (characterized by the conventional
model) in Region G because of the significant impact of the minor parameters. In
Region H, the new model is still more accurate than the conventional one although
the latter is also a good approximation at this region.
Together with the validation results for the internal power transfer phenomenon
presented in Section 4.3, we can draw the conclusion that the new power flow model
is much more accurate than the conventional power flow model. The remaining
difference between the new model predictions and the experiment results are likely
due to unmodeled physical phenomena and modeled parameters uncertainties, that
could be a target of future investigation.
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4.6 Summary
This chapter presents a new power flow model for a DABC over a wide operating
range based on in-depth short time scale process analysis. In addition to those major
parameters used by conventional power flow analysis, this new model incorporates
minor parameters, namely the power semiconductor voltage loss and dead time. The
minor parameters are shown to be critical in explaining the observed phenomena,
which are relevant to power flow characterization of the DAB converter. Therefore,
the new model can serve as a research tool for optimal hardware design, operating
range selection and power management strategy development. The experimental
results illustrate the effectiveness of the new model.
In the process of developing the more accurate power flow characterization for the
DABC, we identified the performance limitations of the converter for energy storage
applications. It was also recognized that such limitations are due to the drawbacks
of the modulation strategy. The subsequent effort in developing a new modulation
strategy to overcome the limitations has led to a novel CM-PWM strategy described
in the next Chapter.
76
Chapter 5
Development of a Current-Mode PWM Strategy
for the Dual Active Bridge Converter
The new model developed in Chapter 4 provides more insight on the operation of
the DABC and leads to the development of a Current-Mode PWM (CM-PWM) strat-
egy proposed in this chapter. The new modulation strategy overcomes the drawbacks
of the PSM strategy and improves the performance of the DABC for energy storage
applications. The characteristics of the new strategy are analyzed, followed by ex-
perimental results that confirm the superior performance of the dual active converter
modulated by the proposed new modulation strategy.
5.1 CM-PWM Strategy
To overcome the drawbacks of the DAB converter modulated by PSM, we propose
the CM-PWM to achieve several goals, namely zero circulating current, soft-switching
over a wide operating range, zero idling power, simple but accurate power flow char-
acterization, and high power density but low component stress. Note that, given the
symmetric structure of the DAB converter, the analysis and derivation are essentially
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the same for both the boost and the buck direction. For conciseness, we only present
the analysis and derivation for the boost direction. We now describe the CM-PWM
in detail.
The modulation mechanism is demonstrated in Fig.5.1(a) while the ideal wave-
forms are shown in Fig.5.1(b). We define β3 ∈ [0, 1] as the pulse width of the inductor
current, and α1β3 and α2β3 as the duty ratios for Vac5 and Vac6, respectively. Note
that since the voltage drops on the power semiconductor are relatively small in com-
parison with Vsc and Vo, Vac5 ' Vsc and Vac6 ' Vo. To achieve zero current at both
t = t0 and t = t0 +
β3T
2
= t3, by the voltage-second balance equation for the inductor,
it is easy to derive that






Given the ideal waveforms shown in Fig.5.1(b), we have
i5(t) =
 iL3(t), t ∈ [t0, t2];0, t ∈ [t2, t4]. (5.3)
i6(t) =

0, t ∈ [t0, t1];
iL3(t)
n3
, t ∈ [t1, t3];
0, t ∈ [t3, t4].
(5.4)
By enforcing the pulse width constraint (7.2), we have iL3(t0) = 0 and iL3(t3) = 0.



































Figure 5.1: CM-PWM of the DAB converter (a) modulation sequence; (b) ideal
waveforms.
79
i5(t) ≥ 0 and i6(t) ≥ 0 for t ∈ [t0, t0 + T2 ], meaning that the circulating current is
eliminated.
Generally, the dynamics of Vsc and Vo are much slower than that of iL3, thus one
can assume that Vsc and Vo are constant over a switching period. Therefore, the


























t2 − t1 =
(α1 + α2 − 1)β3T
2
, (5.8)








(2(1 +m)α2 − (1 +m+m2)α22 − 1). (5.10)
To achieve maximum output power, let
∂P6
∂α2
= 2(1 +m)− 2(1 +m+m2)α2 = 0. (5.11)
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Therefore, for a given inductor current pulse width β3, if duty ratio constraints
α1 and α2, specified by (5.12) and (5.13), are applied to control the pulse width of
Vac5 and Vac6, we can achieve: (1) maximum output power for the converter with
CM-PWM; (2) ZCS at t = t0 and t = t3; and (3) zero circulating current. For the
DAB converter modulated by CM-PWM, the characteristics will be analyzed in the
next section.
5.2 Power Converter Characteristics of DABC with
CM-PWM
To understand the steady state characteristics of the DAB converter with CM-
PWM, we analyze operation first in this section. The goal of this analysis is to obtain
the power, current and switching characteristics of the power converters.
81
5.2.1 Power Flow Calculation
For the DAB converter modulated by the CM-PWM, the output power can be













Therefore, zero idling power is achievable by enforcing β3 = 0. Given (6.4), the




































This suggests that, with the same inductor, the maximum output power of the DAB




Given the inductor current shape shown in Fig.5.1, if the DAB converter is mod-










, for n3Vsc > Vo.
(5.19)
By (5.19), when β3 = 1, the DAB converter with CM-PWM delivers maximum











, for n3Vsc > Vo.
(5.20)










, for n3Vsc > Vo.
(5.21)
According to (5.16), if β3 = 0.5, the DAB converter delivers maximum output power
























Then ipkmax = i
′
pkmax and P6max = P
′
6max. Therefore, the power density of a DAB
converter with CW-PWM can be designed the same as that of a DAB converter with
PSM under the same component stress.
5.2.3 Soft-Switching Range
It is known that the switching loss will be minimized if the power converter op-
erates with soft switching commutation. Therefore, it is desirable to understand the
switching characteristics of the DAB converter with CM-PWM. Referring to Fig.5.1,
using an analysis method similar to that presented in [46], the switching characteris-
tics of the CM-PWM modulated DAB converter can be analyzed as follows:
1. t = t0 : Q10 turns off and Q9 turns on. Since iL3(t0) = 0, Q10 is ZCS OFF while
Q9 is ZCS ON. After this transition, in B1, iL3 passes through Q9 and Q12 while
in B2, iL3 passes through Q14 and D16.
2. t = t1 : Q6 turns off and Q5 turns on. Since iL3(t0) > 0, Q6 is ZVS OFF while
Q13 is ZVS ON. After this transition, in B1, iL3 passes through Q9 and Q12
while in B2, iL3 passes through D13 and D16.
3. t = t2 : Q12 turns off and Q11 turns on. Since iL3(t0) > 0, Q12 is ZVS OFF
while Q11 is ZVS ON. After this transition, in B1, iL3 passes through Q9 and
D11 while in B2, iL3 passes through D13 and D16.
4. t = t3 : Q16 turns off and Q7 turns on. Since iL3(t0) = 0, Q16 is ZCS OFF while
Q7 is ZCS ON. After this transition, Q9 and Q11 in B1 are on while Q13 and
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Q15 in B2 are on.
Therefore, ZCS/ZVS over the first half switching period is achieved. Similarly,
ZCS/ZVS is also achievable over the second half switching period (t ∈ [t4, t4 + T2 ]).
Remark 7 Combining the conclusion from the previous section, we can summarize
the following features achieved by the CM-PWM strategy:
1. zero circulating current that reduces conduction loss;
2. ZCS/ZVS over a wide operating range to minimize switching loss;
3. zero idling power to eliminate idle loss;
4. simple power flow characterization;
5. the same power density under the same current stress as the DAB converter
with PSM.
Therefore, the proposed CM-PWM strategy can improve the performance of the DAB
converter over a wide operating range without compromising power density.
5.3 Experimental Validation
Fig.5.2 shows the experimental waveforms of the DAB converter with CM-PWM
for Vsc = 40V , Vo = 100V and β3 = 0.8. The inductor current increases from zero
to its maximum and then decreases to zero at the end of β3T
2
. This confirms that
ZCS/ZVS is achieved.
Fig.5.3 compares the calculated power flow curves using (6.4) and the measured
power flow curves of the DAB converter with CM-PWM. The calculated curves match
the measured curves very well, indicating the accuracy of the simple power flow equa-
tion (6.4) and the controllability of the output power between zero and its maximum.
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Figure 5.2: Experimental waveforms for Vsc = 40, Vo = 100 and β3 = 0.8.





















































Figure 5.3: Power flow curves for Vo = 100.
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Moreover, P5 = P6 = 0 and iL3 = 0 for β3 = 0. Therefore, the idling power consump-
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Figure 5.4: The efficiency curves of the DAB converter: (a) with PSM; (b) with
CM-PWM.
Fig.5.4a shows the efficiency curves of the DAB converter modulated by PSM
while Fig.5.4b shows the efficiency curves of the DAB converter modulated by CM-
PWM. For Vsc = 40V and Vo = 100V (n3Vsc < Vo), the efficiency of the DAB
converter modulated by the proposed CM-PWM is much higher than that of the DAB
converter modulated by the proposed PSM. This is because the CM-PWM eliminates
the circulating energy and achieves ZCS/ZVS for the entire operating region.
5.4 Summary
In this chapter, a current-mode PWM modulation strategy for the DAB converter
is proposed. In comparison to the conventional phase shift modulation strategy,
the current-mode PWM proposed in this dissertation can achieve zero circulating
current, soft-switching over the full operating range, zero idling power consumption,
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wide range of controllability of output power, and simple and accurate power flow
characterization. Moreover, the proposed modulation strategy enables the converter
to achieve the same power density under the same current stress as the converter with
conventional PSM. Therefore, the CM-PWM strategy enables us to achieve optimal
power management of the DABC. The power management control algorithm for the
entire DHPS will be presented in the next section.
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Chapter 6
Experimental Validation of the DHPS
As discussed in Chapter 1, the DC Hybrid Power System (DHPS) typically re-
quires an advanced power management algorithm to assure safe, reliable and effective
operation of the system. Fig.6.1 shows the configuration of the power management
scheme of the DHPS which has three power converters as power management actua-





o3 while the power converter controllers calculate the control inputs β1,
β2 and β3 for the three power converters. Then, the modulation strategies translate
the control inputs β1, β2 and β3 into 16 channels of pulse signals to control DC/DC1,
DC/DC2 and DC/DC3, respectively, where DC/DC1 and DC/DC2 are the unidirec-
tional Full Bridge Converters (FBC) while DC/DC3 is the bidirectional Dual Active
Bridge Converter (DABC).
As the power conditioning devices, the FBCs and DABC are the actuators to
address power management problems for the DHPS. As presented in Chapter 4, there
are several phenomena that deteriorate the performance of the DABC for energy
storage system applications. The new model developed in Chapter 4, provides more
insight on the operation of the DABC and leads to the development of a Current-Mode
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Figure 6.1: Configuration of the DHPS control scheme.
PWM (CM-PWM) strategy proposed in Chapter 5. The new modulation strategy
overcomes the drawbacks of the PSM strategy and improves the performance of the
DABC for energy storage applications. Assuming: (1) the FBCs are modulated
with the phase shift strategy while the DABC is modulated with the CM-PWM




o3 for the three
power converters are given by the top level optimal power planner which is beyond
the scope of this dissertation, a power converter controller is developed to track the
optimal output power profile for each power converter in this chapter.
6.1 Power Converter Controller Development
For the DHPS under investigation, there are two FBCs which are almost identical.
Fig.6.2 shows the configuration of the power converter controller for DC/DC1 (FBC).
First, a feedforward controller is designed to achieve quick response. As discussed







Figure 6.2: Configuration of the power management control scheme for a FBC.





As a power converter with 10kHz switching frequency, the time constant of the
FBC is at the millisecond level. Given that the time constant for a typical power
system such as a fuel cell power system is about several seconds, there is a significant
time scale separation between the dynamics of the power source and the power con-
verter. This fact suggests that we can assume that the input voltage V1 is constant
over several switching periods. Moreover, we assume that the DC bus voltage Vo is
regulated to V ∗o by the top level power management algorithm. Therefore, by substi-
tuting Po1 = P
∗
o1 and Vo = V
∗
o into (6.1), a feedforward controller can be derived to
drive the FBC to track P ∗o1 given by the top level power management algorithm. The




TV1(n1V1 − V ∗o )
, (6.2)
where n1V1 − V ∗o > 0 since the FBC is an isolated buck converter.
The power flow model given by (6.1) neglects the minor parameter effects such as
that of the dead time and neglects losses on the transformer, power semiconductors
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and auxiliary circuitry. Therefore, a feedback control loop is designed to eliminate




(P ∗o1 − Po1), (6.3)
where Kp1 and Ki1 are the proportional and integral gains, respectively, which can



















































Figure 6.3: Open-loop Bode plot of the FBC at different values of output power.
For the FBC, an averaged dynamic model was developed in [99]. We can linearize
the model and obtain the plant transfer function from phase shift to output power
Gpβ(s) at different values of output power. Fig.6.3 shows the open loop Bode plots
of the FBC for Po = 200, 600, and 1000W , respectively. These plots illustrate that
the frequency responses of the FBC are similar for different values of output power.
Therefore, we can try to design one pair of Kp1 and Ki1 for the entire operating range.
Since the sampling time of the control system and the switching period of the



















































Figure 6.4: Closed-loop Bode plot of the FBC at different values of output power.
hand, it is desirable for the closed loop system to have a high bandwidth to achieve
fast response. On the other hand, the bandwidth shouldn’t be too high. Otherwise,
the ripple noise will be propagated back to the closed loop system, imposing high
component stress for the FBC. Therefore, we chose a 1kHz − 2kHz bandwidth for
the closed loop system. Fig.6.4 demonstrates the closed loop frequency responses of
the FBC for Kp1 = 0.0001 and Ki1 = 0.3 at different values of output power. These
plots verify that the closed loop frequency response meet with the above criterions.
Note that, for the DC/DC1, the control input is β1 = β1ff + β1fb. Since DC/DC2 is
also a FBC, the controller can be designed in the same manner.
For a DABC modulated with CM-PWM strategy, as discussed in Chapter 5, the














Note that the time constant of the DABC is at the millisecond level which is much
smaller than that of the energy storage bank (about several seconds). The significant
time scale separation suggests that we can assume that the output voltage of the
energy storage bank Ves is constant over several switching periods. Therefore, for
P ∗o3 given by the top level power management algorithm, the nonlinear feedforward
















Similarly, to eliminate steady tracking error introduced by the modeling uncer-




(P ∗o3 − Po3), (6.6)
where Kp3 is the proportional gain while Ki3 is the integral gain.
For the DHPS under investigation, the energy storage bank voltage Ves ∈ [35V, 75V ]
and output power Po ∈ [−500W, 500W ]. Fig.6.5 shows the open loop Bode plots of
the DABC on the discharging mode for Po = 100, 300, and 500W at Ves = 40V and
Ves = 70V , respectively. Note that given the symmetric structure of the DABC, the
frequency response on the charging mode is similar to that of the discharging mode.
These plots illustrate that the frequency responses of the DABC are similar for dif-
ferent values of input voltage and output power. Therefore, we can try to design one
pair of Kp3 and Ki3 for the entire operating range.
Similar to the FBC, we chose a 1kHz−2kHz bandwidth for the closed loop system
of the DABC. Fig.6.6 demonstrates the closed loop frequency responses of the DABC















































































































Figure 6.6: Closed-loop Bode plot of the DABC at different values of input voltage
and output power.
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These plots verify that the closed loop frequency response meet with the criterion.
Table6.1 summarizes the gains for the feedback controller of the three power con-
verters.
Table 6.1: Feedback control gains of the power converters
DC/DC1 DC/DC2 DC/DC3
Kp 0.0001 0.0001 0.0002
Ki 0.3 0.3 0.8
6.2 Experimental Results
The power converter control algorithm is implemented on the DHPS testbed de-
scribed in Chapter 2. Suppose that there is a top level optimal power management
algorithm to calculate the power profile for each power converter, the goal of this
section is to verify whether the controller can quickly and accurately track the power
profile for each power converter during both the charging and discharging modes of
the energy storage system.
Fig.6.7 shows the experimental results of the charging mode when there is a step
change for the power demands P ∗o1 and P
∗
o2 while there is a constant −400W power Po3
charging the energy storage bank. Both the power converters DC/DC1 and DC/DC2
track their power demands P ∗o1 and P
∗
o2 with the milliseconds level settling time while
only a small deviation for the Po3 is observed.
Fig.6.8 presents the experimental results in the presence of a step change for the
power demand P ∗o3. Initial P
∗
o3 is −400W . A step-down change of the power demand
P ∗o3 is then applied to command the bidirectional DABC operating with the idling
mode (0W input/output power). Meanwhile, the output power of both DC/DC1 and
DC/DC2 are reduced.
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Figure 6.7: Experimental results of constant power charging mode.

















































Figure 6.8: Experimental results of step-change power charging mode.
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Figure 6.9: Experimental results of step-change power discharging mode.
Fig.6.9 demonstrates the experimental results for the DABC operating with the
discharging mode. Initial P ∗o3 is 0W . The experimental results shows that both Pin3
and Po3 are zero for the DABC operating with the idling mode. A step-up change of
the power demand P ∗o3 is then applied to command the bidirectional DABC to deliver
300W output power. Meanwhile, Po1 and Po2 also step up to deliver higher power.
The actual output power of the two power converters tracks their corresponding power
demand P ∗o1 or P
∗
o2 closely. The experimental results verify that the output power of
the three power converters can track their commands within 10ms.
6.3 Summary
In this chapter, the power converter control algorithms for the DHPS are pre-
sented. These algorithms are designed to track the power profile provided by the
optimal power planner. The experimental results reveal that, if the DABC is modu-
lated by the CM-PWM strategy, the power converters track the power profiles quickly
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and closely.
Although the experimental results verified the effectiveness of the controllers, it
is a more challenging control problem to achieve control objectives without violating
the physical constraints of the power converters. The MPC scheme which can be used
to effectively handle constraints will be applied to a FBC in the next chapter.
99
Chapter 7
Model Predictive Control of the Full Bridge
Converter
Motivated by the challenges of power converter control and recent development
of advanced control and optimization algorithms, this chapter investigates the MPC
schemes for the Full Bridge Converter (FBC) control. The control objective is to reg-
ulate the output voltage without violating peak current constraint. Moreover, since
the FBC is a highly nonlinear system with a wide operating range and fast dynamics,
it is interesting to compare the closed loop performance and computational time for
the linear MPC and nonlinear MPC schemes. The inductor peak current constraint
of the full bridge DC/DC converter will be first presented. Then an observer design
for states and parameter estimation using a large signal dynamic model is introduced.
After that, the voltage regulation problem is formulated as a MPC problem using ei-
ther a linear or a nonlinear model to predict the future plant behavior, while the peak
current protection requirement is formulated as a nonlinear constraint. Finally, the
InPA-SQP solver is interpreted, followed by experimental results that confirm the ef-
fectiveness of the proposed MPC algorithm and compare the closed loop performance
and computation time of the two MPC schemes.
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Figure 7.1: A full bridge DC/DC converter.
Fig.7.1 depicts the configuration of the power stage of a FBC, where D1−D4 are
the corresponding anti-parallel diodes of the power switches Q1 −Q4 while D5 −D8
form the output rectifier, L1 is the leakage inductance of the transformer with turn
ratio n1, C1 and Co1 are the input and output capacitor respectively, R is the load
resistance, and V1 and Vo are the input voltage and the output voltage, respectively.
The AC side of each bridge is connected to the transformer with corresponding pri-
mary voltage Vac1 and secondary voltage Vac2, respectively.
The FBC is typically modulated by the phase shift modulation signals VQ1 ∼ VQ4
shown in Fig.7.2(a) and Fig.7.3(a), where β ∈ [0, 1] is the normalized phase shift
between the two half bridges composed of Q1/Q2 and Q3/Q4, respectively. Note that
since the parallel resistance and inductance are much greater than the series resistance
and inductance, the equivalent circuit model of a high frequency transformer can be
simplified as an ideal transformer with a primary series inductor (leakage inductor).
Therefore, the electrical connection between Vac1 and Vac2 shown in Fig.7.1 can be
expressed by the simplified diagram shown in Fig.7.4, where L is the leakage induc-
tance. By shifting the phase between the two half bridges, different combinations of
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Vac1 and Vac2 can be applied to shape the current iL1 and consequently to manipu-
late the power flow. Based on the shape of iL1, there are two operation modes for
the full bridge converter, namely the Discontinuous-Conduction-Mode (DCM) and
the Continuous-Conduction-Mode (CCM). DCM refers to the case that the inductor
current iL1 stays at zero for a certain period of time for each half switching cycle as
shown in Fig.7.2(d). CCM means that the inductor current iL1 only crosses zero but












































Figure 7.2: Modulation sequence and ideal waveforms of the full bridge DC/DC
converter for DCM.
For a full bridge DC/DC converter operating with DCM, the ideal voltage wave-
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forms of Vac1 and Vac2 are shown in Fig.7.2(b) and Fig.7.2(c). The voltage across the
inductor is VL1 = Vac1 − Vac2/n1, leading to the ideal inductor current iL1 slope at
each segment shown in Fig.7.2(d).
Given the inductor current slopes shown in Fig.7.2(d), the peak current (iL1(t0 +
β1T
2
















































Figure 7.3: Modulation sequence and ideal waveforms of the full bridge DC/DC
converter for CCM.
103
For a full bridge DC/DC converter operating with CCM, the voltage waveforms of
Vac1 and Vac2 are shown in Fig.7.3(b) and Fig.7.3(c). The voltage across the inductor
is VL1 = Vac1 − Vac2/n1, leading to the inductor current iL1 slope at each segment
shown in Fig.7.3(d).
Similarly, the peak current (iL1(t0 +
β1T
2















Figure 7.4: Simplified scheme of a full bridge DC/DC converter.
The operation mode of the DC/DC converter is determined by V1, Vo and β1. For
different combinations of V1 and Vo, the phase shift boundary line Lβ1b between the
CCM and DCM can be calculated as follows if we set τc = 0 for DCM:




Moreover, let ipk denote the maximum tolerable peak current of the converter.
Using (7.1) and (7.2), one can determine the limits on the phase shift to avoid over-
peak-current. If the converter operates with CCM, the phase shift constraint curve
Lβ1c can be calculated from (7.2) as follows:
Lβ1c = {(β1, V1, Vo)|β1 =
8L1ipk





Similarly, if the converter operates with DCM, the phase shift constraint curve
Lβ1d can be calculated from (7.1) as follows:
Lβ1d = {(β1, V1, Vo)|β1 =
2n1L1ipk





































Figure 7.5: DCM/CCM boundary line Lβ1b and peak current constraint curves Lβ1d
and Lβ1c for V1 = 60V and ipk = 75A.
Fig.7.5 shows the phase shift boundary line Lβ1b and the peak current constraint
curves Lβ1d and Lβ1c for V1 = 60V and Vo = 0V ∼ 90V . Note that: (a) the full
bridge DC/DC converter operates with the CCM if the phase shift is larger than
the corresponding boundary value; (b) the peak current constraint curves Lβ1d and
Lβ1c are calculated using equations (7.4) and (7.5) for ipk = 75A. For our system
with a nominal output power of 1000W , the phase shift at the nominal operating
point is 0.62 which is smaller than the boundary value 0.67. Therefore, the converter
operates with the DCM at steady state for the nominal output power. From Fig.7.5,
the DCM peak current constraint curve Lβ1d is always above the boundary line Lβ1b,
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so the peak current constraint will not be violated if the power converter operates
with DCM at steady state. However, for the cases of starting process and overload,
the power converter operates at CCM, where the CCM peak current constraint may
be violated. Therefore, an active constraint enforcement mechanism needs to be
incorporated to protect the converter.
7.2 Nonlinear Dynamic Model and Observer
Since the FBC is a highly nonlinear system with a wide operating range, it is
desirable to employ a model based control design approach to achieve satisfactory
closed loop system performance. Since the full bridge DC/DC converter has a wide
operating range, it is necessary to derive a large signal dynamic model for the system
to facilitate the model based control design. Using the analysis results presented in
the previous section and following the same technique in [33], the dynamic model of

















y = V̄o. (7.8)
Note that: īL1 and V̄o represent the average current and the average output voltage
over a switching period.
For the dynamic system represented by (7.6)-(7.8), the implementation of ad-
vanced control strategies requires the information of the load resistance R and the
average current īL1. The load resistance R is typically a bounded unknown parameter.
However, it is necessary to estimate this parameter for the NLMPC scheme. Mean-
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while, if we use a current sensor to obtain īL1, on the one hand, the current sensor
must have high bandwidth to accurately reconstruct the current signal. On the other
hand, due to electromagnetic interference, it is often necessary to use a low-pass filter
to remove noise. However, a low-pass filter typically introduces additional phase lag
for the closed loop system. To overcome these drawbacks, we treat the load resistance
R as a state and use a nonlinear observer to estimate R and īL1 while keeping V̄o as








β1T (n1V1 − ˆ̄Vo)









+H2(y − ŷ), (7.10)
dR
dt
= H3(y − ŷ), (7.11)
ŷ = ˆ̄Vo. (7.12)
where H1, H2 and H3 are the nonlinear observer gains which can be chosen to achieve
fast convergence of the observer.
7.3 MPC Formulation
This section presents the formulation of the LMPC and NLMPC schemes for the
FBC. The control objective is to regulate the output voltage without violating the
peak current constraint. For a given inductor peak current ipk, the CCM peak current
(7.2) must satisfy




If we define x = [x1, x2]
T = [̄iL1, V̄o]
T and u = β1, (7.13) can be rewritten in terms
the state variables and control input as:
E1(x, u) ≤ 0. (7.14)
where,
E1(x, u) =





Then, the peak current protection requirement can be formulated as a mixed states
and control input constraint for both LMPC and NLMPC schemes described in the
following two subsections.
7.3.1 Offset-Free Linear MPC Formulation
The dynamic system represented by (7.6)-(7.8) can be easily linearized at the
nominal operating point (Vo = 80V and Po = 1KW ) with nominal value x
o = [25, 80]T
and uo = 0.62. Let x̃1 = īL1 − 25, x̃2 = V̄o − 80 and ũ = β1 − 0.62, the system can be
transformed into its discrete-time version for a specific sampling time:
x̃(k + 1) = f(x̃(k), ũ(k)) := Ax̃(k) +Bũ(k), (7.15)
ỹ(k) = Fx̃(k). (7.16)
where A ∈ Rn×n, B ∈ Rn×m, F ∈ Rm×n. Note that n = 2 and m = 1 for the system
under investigation.
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The peak current constraint (7.14) can be rewritten as:
E1(x(k), u(k)) =
(n1V1 − (xo2 + x̃2(k)))(xo2 + x̃2(k))
8nLV1
+






To eliminate the steady state error, the offset-free MPC has been developed in
previous studies [82–85]. For this application, the plant model represented by (7.15)-
(7.16) can be augmented with a constant disturbance model:
x̃(k + 1) = Ax̃(k) +Bũ(k) +Bdd(k), (7.18)
d(k + 1) = d(k), (7.19)
ỹ(k) = Fx̃(k). (7.20)
Based on the augmented model, the state and disturbance estimator can be de-
signed as:
ˆ̃x(k + 1) = Aˆ̃x(k) +Bũ(k) +Bdd̂(k)
+H4(−Fx̃(k) + F ˆ̃x(k)), (7.21)
d̂(k + 1) = d̂(k) +H5(−Fx̃(k) + F ˆ̃x(k)). (7.22)
where H4 and H5 are observer gains which are designed to achieve fast convergence
[83,84].
The steady state values of the observer is










where ũs is the steady state input while ˆ̃xs and d̂s are steady state of the observed
state and disturbance, respectively.
Then the MPC online optimization problem can be formulated as follows: let
∆x̃(k) = x̃(k) − ˆ̃xs and ∆ũ(k) = ũ(k) − ũs; at the time instant k, the state of the












∆x̃(j + 1) = A∆x̃(k) +B∆ũ(k), (7.25)
∆x̃(0) = ∆x̃(k) ∈ Rn; (7.26)
E(∆x̃(·),∆ũ(·)) ≤ 0, E : Rn+m → Rl. (7.27)
where,
∆ũ = {∆ũ(k),∆ũ(k + 1), ...,∆ũ(k +N − 1)}, (7.28)
is the control sequence,
∆x̃ = {∆x̃(k),∆x̃(k + 1), ...,∆x̃(k +N − 1)} (7.29)
is the state trajectory,
G(∆x̃(j),∆ũ(j)) =∆x̃(j)TQ1∆x̃(j) + ∆ũ(j)
TW1∆ũ(j),
j = k, k + 1, · · · , k +N − 1
(7.30)
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and Φ(∆x̃(N)) is the penalty for the final states. Q1 ∈ Rn×n and W1 ∈ Rm×m are
the corresponding weighting matrices which are used to penalize the deviation of the
output and the control input to their corresponding desired value, N is the prediction
horizon, and E(∆x̃(k),∆ũ(k)) is the constraint matrix and can be written as follows
with l = 3: 
∆ũ(j) + ũs − (1− uo)
−∆ũ(j)− ũs − uo
E1(∆x̃(j) + ˆ̃xs,∆ũ(j) + ũs)
 . (7.31)
Note that the first two components are derived because of the boundedness of the
phase shift (β1 ∈ [0, 1]) and each component in (7.31) is bounded above by zero.
7.3.2 Nonlinear MPC Formulation
For the nonlinear dynamic system represented by (7.6)-(7.8), the nonlinear system
can be transformed into its discrete-time version for a specific sampling time:
x(k + 1) = f(x(k), u(k)), (7.32)
y(k) = Fx(k). (7.33)
The CCM peak current constraint (7.14) can be rewritten as:
E1(x(k), u(k)) =





Then the MPC online optimization problem can be formulated as follows: at the
time instant k, the state of the system, x(k), is observed and the following optimal
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G(x(j), u(j)) + Φ(x(N))
subject to
x(j + 1) = f(x(j), u(j)), f : Rn+m → Rn; (7.36)
x(0) = x(k) ∈ Rn; (7.37)
E(x(·), u(·)) ≤ 0, E : Rn+m → Rl. (7.38)
where,
u = {u(k), u(k + 1), ..., u(k +N − 1)}, (7.39)
is the control sequence,
x = {x(k), x(k + 1), ..., x(k +N − 1)}, (7.40)
is the state trajectory,
G(x(j), u(j)) = x(j)TQ2x(j) + u(j)
TW2u(j), j = k, k + 1, · · · , k +N − 1 (7.41)
and Φ(x(N)) is the penalty for the final states. Q2 ∈ Rn×n and W2 ∈ Rm×m are
the corresponding weighting matrices which are used to penalize the deviation of
the output and the control input from their corresponding desired value, N is the
prediction horizon, and E(x(k), u(k)) is the constraint matrix and can be written as
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Note that the first two components are derived because of the boundedness of the
phase shift (β1 ∈ [0, 1]) and each component in (7.42) is bounded above by zero.
Since the full bridge DC/DC converter has the millisecond level time constant, a
rational choice of the sampling time is between 100µs and 400µs [101]. We choose
300µs as the sampling time for the controller. The length of the prediction hori-
zon N is a basic tuning parameter for MPC controllers. However, we have to chose
N ≥ 3 to ensure that the prediction time length is no less than the time constant
of the full bridge DC/DC converter. We will compare the closed-loop system per-
formance with different prediction horizons for both the linear and nonlinear model
based MPC algorithms. The weighting matrices Q1, Q2, W1 and W2 are the main
tuning parameters of the quadratic cost functions (7.30) and (7.41) to shape the
closed-loop response for desired performance. The closed loop performance crite-
ria are defined as: (1) to achieve fast output response with small output overshoot;
and (2) to avoid high frequency control input oscillations which might cause high
slew rate for the inductor current and high stress for switching components. We
evaluate the performance for different combinations of the weighting matrix using a
virtual hardware for controller tuning. The virtual hardware is developed using MAT-
LAB/Simulink/SimPowerSystems toolbox and has the same parameters as the real
hardware. The preliminary evaluation results lead to the choice of Q1 = [0 0; 0 0.01],
Q2 = [0 0; 0 0.2] and W1 = W2 = 1. Furthermore, we do not penalize the final states
x(N) and ∆x̃(N), meaning Φ(x(N)) = Φ(∆x̃(N)) = 0.
Given the fast dynamics of the converter, we have to apply fast algorithms to solve
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the above optimization problem online in real-time. We employ a method, which we
refer to as the InPA-SQP approach, to solve the nonlinearly constrained optimization
problems for LMPC and NLMPC of the full bridge DC/DC converter.
7.4 InPA-SQP Algorithm
We now introduce a method, which we refer to as the Integrated Perturbation
Analysis and Sequential Quadratic Programming (InPA-SQP) approach [90, 91], for
the MPC implementation. It is worthwhile to point out that, for simplicity, we
only interpret the InPA-SQP algorithm for the NLMPC case. For offset-free LMPC
problem, one can simply replace x(·) and u(·) with their counterparts ∆x̃(·) and ∆ũ(·)
and follow the same procedure to solve the nonlinearly constrained optimal control
problem.
According to the MPC strategy, at the time instant k, the state of the system,
x(k), is observed and the optimal control problem PN(x(k)) defined by (7.35)−(7.38)
is solved. The resulting optimal control sequence is
u∗(x(k)) = {u∗(k;x(k)), u∗(k + 1;x(k)), ..., u∗(k +N − 1;x(k))}, (7.43)
the optimal state trajectory is
x∗(x(k)) = {x∗(k;x(k)), x∗(k + 1;x(k)), · · · , x∗(k +N ;x(k))}, (7.44)
where x∗(k;x(k)) = x(k) and the model predictive control law at the time instant k
is defined as:
h(x(k)) := u∗(k;x(k)). (7.45)
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According to InPA-SQP approach, the optimal solution at each time instant k for
the observed state x(k) is calculated using the optimal solution at the previous time
instant, i.e., k − 1. Given the optimal control sequence u∗(x(k − 1)), the updated
optimal control sequence u∗(x(k)) can be computed using perturbation analysis where
the initial state is perturbed by δx(k) = x(k)−x(k− 1). If the variation δx(k) in the
initial state causes changes in the activity status of constraints, the variation is split
into small variations, i.e., δx(i)(k), i = 1, 2, · · · , where for each incremental variation,
only one constraint changes from active to inactive or vise versa. With these small
variations, some intermediate points are identified along the line connecting x(k− 1)
and x(k). These intermediate points are denoted x(0)(k), x(1)(k), · · · , x(ip)(k) with
x(0)(k) = x(k−1) and x(ip)(k) = x(k), as shown in figure 7.6. Then the corresponding










Figure 7.6: Intermediate initial conditions which handle the large perturbation.
Note that the control sequence provided by perturbation analysis at each interme-
diate point xi(k), i.e., u∗(xi(k)), is an approximation to the optimal control sequence.
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Therefore, the error can accumulate and the optimality condition may be lost at these
intermediate steps. To compensate for this error and maintain the optimality of the
approximate solution, we use a special formulation of SQP with active set method
to modify the perturbation analysis algorithm. This special formulation allows us to
cast the solution of the SQP into a formula which is similar to that of the pertur-
bation analysis, thereby facilitating the seamless integration of perturbation analysis
and SQP to speed up the calculation of the optimal solution. The detailed algorithm
is presented as follows for the general nonlinear MPC implementation:
At the time instant k, we need to solve PN(x(k)), given the solution of PN(x(k−
1)). We consider the general case where functions G(x(·), u(·)), G : Rn+m → R,
Φ(x(·)), Φ : Rn+m → R, f(x(·), u(·)), E(x(·), u(·)) are twice continuously differen-
tiable with respect to x and u. Moreover, let us define the Hamiltonian function H
at prediction time instants k, k + 1, · · · , k +N − 1 as
H(j) :=G(x(j), u(j)) + λ(j + 1)Tf(x(j), u(j)) + µ(j)TE(x(j), u(j)),
j = k, · · · , k +N − 1
(7.46)
where, µ(j) is the Lagrange multiplier associated with the inequality constraint (7.38)
and λ(j + 1) is the Lagrange multiplier associated with equality constraint (7.36) at
the prediction time instant j, where j > k.
Since we know the solution of PN(x(k− 1)) at the time instant k, by treating the
initial state x(k) as x(k − 1) plus its perturbation δx(k) = x(k) − x(k − 1), we go
through the following steps to calculate the optimal solution for the initial state x(k):
1. Measure x(k) and assume u∗(x(k−1)) and x(k−1) are given from the previous
time instant k − 1.
2. Set i = 0, δx(0)(k) = x(k) − x(k − 1), x(0)(j) = x∗(j;x(k − 1)), and u(0)(j) =
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u∗(j;x(k − 1)), for j = k, · · · , k +N − 1.
3. Calculate the state and control variations δx(i)(j+1) and δu(i)(j), j ∈ [k : k+N ],
for the initial state perturbation δx(i)(k), as follows:
δu(i)(j)=−[I 0]K0(j)×









where Hu(j) is the partial derivative of the Hamiltonian function with respect
to control u at the prediction time instant j, and
Zuu(j) = Huu(j) + f
T
u (j)S(j + 1)fu(j),
Zux(j) = Zxu(j)
T = Hux(j) + f
T
u (j)S(j + 1)fx(j),
Zxx(j) = Hxx(j) + f
T
x (j)S(j + 1)fx(j),
(7.48)
with S(j) being calculated by the following backward recursive equations
S(k +N) = Φxx(k +N), T (k +N) = 0,





T (j)=fTx (j)T (j +1)−[Zxu(j) Eax
T (j)]K0(j)





and when the constraint is active, K0(·) is given by
K0(j) =





where Ea(j) is a vector consisting of those elements of the vector E(x(j), u(j))
whose corresponding inequality constraints are active. If no constraint is active
at the prediction time instant j,
K0(j) = [Zuu(j)]
−1 , j = k, · · · , k +N − 1. (7.51)
Moreover, when the constraint is active, calculate the optimal Lagrange mul-
tiplier variation [δµ(i)(k), δµ(i)(k + 1), · · · , δµ(i)(k + N − 1)] corresponding to
initial state variation δx(i)(k) as follows:
δµ(i)(j) =− [0 I]K0(j)×




All matrices are evaluated at x(i)(·) and u(i)(·).
4. Find the smallest αi among αik such that the perturbation αiδx
(i)(k) changes
the status of the constraint at least at one instant, namely:
αi = min
k
{αik, k = 0, · · · , N − 1, and 0 ≤ αik ≤ 1}.
If for all k ∈ [0 : N − 1], either αik < 0 or αik > 1, set αi = 1.
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5. If αi = 1, set
ui+1(·) = ui(·) + δu(i)(·)
xi+1(·) = xi(·) + δx(i)(·)
(7.53)
and set the solution u∗(x(k)) = u(i+1)(·). Otherwise:
• If αi = 0, change the activity status of the corresponding constraint ac-
cordingly. That is, if αi corresponds an active (inactive) constraint, set
the constraint inactive (active). Go to step 2.
• If αi < 1 set
ui+1(·) = ui(·) + αiδu(i)(·)
xi+1(·) = xi(·) + αiδx(i)(·)
(7.54)
and
δx(i+1)(k) = (1− αi)δx(i)(k),
xi+1(k) = xi(k) + αiδx
(i)(k),
i = i+ 1.
Go to step 3.
Fig.7.7 shows the flowchart of the InPA-SQP algorithm. The perturbed optimal
control solution corresponding to the large perturbation δx(k) can be approximated

















































Figure 7.7: Flowchart of the InPA-SQP algorithm.
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If at the point x(k) + δx(k),
∑k+N−1
j=k ‖Hu(j)‖ is not small enough, the prescribed
procedure goes on with zero initial state perturbation δx(i)(k) = 0 until the optimal
solution with
∑N+k−1
j=k ‖Hu(j)‖ ' 0 is achieved.
The InPA-SQP synergistically combines the solutions derived using perturbation
analysis and SQP to solve the optimization problem with mixed input and state
constraints. It is shown in [90] that it can significantly improve the computational
efficiency while effectively handling the nonlinear constraints, making the MPC fea-
sible for power electronics systems with fast dynamics. With the introduction of the
InPA-SQP solver, we now proceed to implement the MPC on our hardware.
7.5 Experimental Validation
The goal of this section is to present the experimental results to compare the
LMPC and NLMPC schemes using the InPA-SQP as the optimization solver. Both
the LMPC and NLMPC schemes are implemented on a full bridge DC/DC converter
which is the DC/DC1 as described in [99].












































Figure 7.8: Performance comparison of LMPC with different prediction horizon for a
step-down change of R from 12.8Ω to 6.4Ω.
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Table 7.1: Performance summarization of the LMPC
N=3 N=5 N=7 N=9
Settling time 20ms 20ms 20ms 20ms
Voltage drop 3.4V 2.9V 3.4V 4.2V
Computational time 61µs 89µs 91µs 112µs
First, we compare the closed-loop performance for LMPC with different prediction
horizon N in the presence of a large step change in the load resistance R in Fig.7.8.
Initial R is 12.8Ω (500W output power). A step-down change of the load resistance
R is then applied to deliver 1000W output power, which is the rated output power of
the converter. The settling times of the LMPC for different prediction horizons N are
similar. However, when N = 5, the transient voltage drop is the smallest. At both
load conditions, the output voltage is regulated to the desired value for all selected
prediction horizons. For different prediction horizons, the computation time increases
as the prediction horizon increases. The closed loop performance and computational
time of the LMPC is summarized in Table.7.1.











































Figure 7.9: Performance comparison of NLMPC with different prediction horizon for
a step-down change of R from 12.8Ω to 6.4Ω.
Fig.7.9 compares the waveforms for a step-down change of R when the NLMPC
algorithm with N = 3, 4 and 5 is applied to control the full bridge DC/DC converter.
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Table 7.2: Performance summarization of the NLMPC
N=3 N=4 N=5
Settling time 13ms 13ms 13ms
Voltage drop 3.9V 3.9V 3.9V
Computational time 102µs 105µs 113µs
A step-down change of the load resistance R from 12.8Ω to 6.4Ω is then applied to
deliver 1000W rated output power. At both load conditions, the output voltage is
regulated to the desired value for all selected prediction horizon. The performance
of NLMPC for N = 3, 4 and 5 are essentially the same while the computation time
increases as the prediction horizon increases. Therefore, it is desirable to choose
N = 3 to reduce computation time. The closed loop performance and computational
time of the NLMPC is summarized in Table.7.2.










































Figure 7.10: Comparison of the LMPC and NLMPC schemes during the starting
process.
Fig.7.10 shows the experimental waveforms of LMPC and NLMPC of the full
bridge DC/DC converter during the starting process with rated 1KW load. For both
the LMPC and NLMPC schemes, the peak currents are limited within the maximum
tolerable value 75A although the peak current is slightly higher than 75A during the
first 300µs. The maximum output voltage is 86V for the LMPC scheme while, for the
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NLMPC scheme, it is 81.2V. The maximum computation time for the LMPC scheme
is 128µs which is 40µs longer than the NLMPC scheme’s 88µs.


















































Figure 7.11: Comparison of the LMPC and NLMPC schemes for a step-down change
of R from 12.8Ω to 6.4Ω.
Fig.7.11 shows the waveforms of LMPC and NLMPC of the full bridge DC/DC
converter under a step-down change of R. The LMPC scheme has N = 5 while
the NLMPC scheme has N = 3. We define the voltage regulation error as ev =∫ 0.04
0
|Vo − 80| dt. For the LMPC scheme, ev = 0.025 while, for the NLMPC scheme,
ev = 0.023. Moreover, from Fig.7.11, the settling time of the NLMPC scheme is
shorter than that of the LMPC scheme. However, the maximum voltage drop of the
LMPC scheme is 2.8V which is 1.1V lower than that of the NLMPC scheme. The
maximum computation time for the LMPC scheme is 89µs while that of the NLMPC
scheme is 104µs.
Finally, Fig.7.12 shows the experimental waveforms for LMPC and NLMPC of
the full bridge DC/DC converter under the overload operation condition. The power
converter is initially operating with 1KW load (R = 6.4Ω). The load resistance R
is then reduced to 2Ω. For both the LMPC and NLMPC schemes, the responses are
similar. At the steady state after the transient, the peak current is limited within
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Figure 7.12: Comparison of the LMPC and NLMPC schemes under overload opera-
tion condition.
the maximum tolerable value 75A except that the peak current is slightly higher than
75A during the transient. This is partially due to the fact that we do not use a current
sensor in the control schemes. The output voltage drops from 80V to 40V during the
transient since iL1 is constrained. The maximum computation time for the LMPC
scheme is 69µs which is 6µs shorter than that of the NLMPC scheme.
7.6 Summary
In this chapter, the LMPC and NLMPC schemes are proposed to control a FBC
of the DHPS. The control objective is to regulate the output voltage without vio-
lating the peak current constraint. A linear or a nonlinear dynamic model is used
for future behavior prediction while the peak current protection requirement was
formulated as a mixed input and state constraint for both the MPC schemes. The
computation time and closed loop system performances for the LMPC and NLMPC
of the FBC under three operating conditions are compared. The InPA-SQP method
is employed to solve the nonlinearly constrained optimal control problems with a
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sub-millisecond level sampling time. The experimental results reveal that both the
LMPC and NLMPC schemes successfully achieved voltage regulation and peak cur-
rent protection. In comparison with the LMPC scheme, the NLMPC scheme achieves
better performance during the starting process and load step-change process and has
the similar performance under the overload operation condition. In terms of compu-
tation time, the LMPC scheme has slightly shorter one during the load step-change
process and overload operation condition. However, the NLMPC scheme has a much
shorter computation time than the LMPC scheme during the starting process. In
addition, the implementation of the LMPC scheme requires an offset-free algorithm
to eliminate the steady state error, complicating the control design. Therefore, con-
sidering the algorithm complexity, the closed loop performance and the necessary




Conclusions and Future Work
This dissertation has focused on the modeling, analysis, and control of a DC hy-
brid power system with multiple power converters, aiming at all electric ship as the
application platform. At the system level, tools are developed to facilitate the re-
search described in this dissertation, including the DHPS testbed (Chapter 2) and
the IPS model of an AES (covered in Chapter 3). At the device level, in-depth
analysis and design are performed for DC/DC converters which will serve as the crit-
ical enablers for the DHPS power management system. New modulation strategy is
also developed to overcome the low efficiency of conventional PSM. Advanced control
methodology, namely the model predictive control, is implemented for the full bridge
DC/DC converter to handle physical constraints and achieve voltage regulation ob-
jective (Chapter 7).
8.1 Conclusions
The main work and results of this dissertation are summarized as follows:
• Developed a testbed for DC hybrid power system
In Chapter 2, a DC hybrid power system testbed is introduced. The testbed
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includes a realtime simulation and control rapid prototyping platform, three iso-
lated DC/DC converters, two programmable power sources, two programmable
electronics loads, and a supercapacitor based energy storage bank. This testbed
has: (1) fully digital simulation capability as a preliminary analysis tool to
support the modeling and control development effort, (2) adequate hardware
resources for controlling complex dynamic system, (3) necessary hardware, in-
cluding power sources, power converters and loads, to verify analysis, modeling
and evaluation results, and (4) control rapid prototyping capability to ensure
quick implementation of advanced control algorithms for system performance
evaluation and design validation. Therefore, this testbed can facilitate opti-
mization and power management strategy development for the DHPS.
• Developed a modularized simulation model for the IPS of an AES
The IPS model has power generation modules including a gas turbine and
fuel cell, an electric propulsion module and a zonal electric distribution system
which, by itself, has many power conversion modules. The simulation results
verify that the IPS model can be used to perform simulations for scenarios such
as failure emulation, power flow path reconfiguration and energy management.
This model provides an effective tool for AES system research.
• Designed a new power flow model for the dual active bridge DC/DC converter
In addition to those major parameters used by conventional power flow analysis,
this new model also considers minor parameters, namely the power semiconduc-
tor voltage loss and dead time. The minor parameters are critical for explaining
the observed internal power transfer and phase drift phenomena, which are rele-
vant to power flow characterization of the DAB converter. While the new model
provides a more accurate prediction over a wide range of operating conditions,
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it also identifies new characteristics such as reverse power transfer and energy
sink that are observed in experiments. Therefore, the new model can serve as a
research tool for optimal hardware design, operating range selection and power
management strategy development.
• Proposed a novel current mode PWM strategy for the dual active bridge DC/DC
converter
The proposed modulation strategy can avoid the drawbacks of the conventional
phase shift modulation and achieve: (1) zero circulating current to reduce con-
duction loss; (2) soft-switching over the full operating range to reduce switch-
ing loss; (3) zero idling power to eliminate idle loss; (4) simple but accurate
power flow characterization; and (5) controllable output power between zero
and the maximum for different combinations of terminal voltages. Moreover,
the proposed modulation strategy enables the converter to achieve the same
power density under the same current stress as that of a phase shift modulated
converter. Therefore, in comparison with the traditional ones, the proposed
strategy is more suitable for energy storage system application.
• Developed and implemented LMPC and NLMPC for a full bridge DC/DC con-
verter
Both the LMPC and NLMPC schemes are employed to control the full bridge
DC/DC converter. The controllers can successfully regulate the output voltage
without violating the peak current constraint. Moreover, comparative evalua-
tion of the LMPC and NLMPC schemes is performed. The computation time
and closed loop system performances under starting, overload and load step
change conditions are compared. The experimental results reveal that both the
LMPC and NLMPC schemes can successfully achieve voltage regulation and
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peak current protection. Considering the algorithm complexity, the closed loop
performance and the necessary computation time, the NLMPC scheme is more
desirable than the LMPC for this application. This is the first implicit MPC
application for power electronics system with very fast dynamics.
8.2 Future Work
Although substantial progress has been made on the modeling, analysis, optimiza-
tion, and control of the DC hybrid power system, the results of this dissertation point
to several interesting directions for future work.
• Investigating control methodologies for power converters with multiple operating
modes
Our testbed has two full bridge DC/DC converters. The full bridge DC/DC
converter can operate with either a discontinuous conduction mode or a contin-
uous conduction mode. In this dissertation, we developed a dynamic model and
designed the MPC schemes for the full bridge DC/DC converter based on the
assumption that it operates with a discontinuous conduction mode. Although
we designed the converter to operate with a discontinuous conduction mode to
eliminate the negative current, the converter could operate with a continuous
conduction mode under certain conditions. Therefore, we could use the hybrid
control scheme for the power converters to ensure the closed loop performance
if the power converter operates with multiple modes.
• Exploring advanced control methodologies for the DC hybrid power system
In this dissertation, we employed LMPC and NLMPC schemes to control the
full bridge DC/DC converter in Chapter 7. The DC hybrid power system in-
vestigated in this dissertation has multiple power converters. It is a challenging
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control problem to coordinate the power converters to achieve fast power track-
ing without violating the physical limitations of the power converters. There-
fore, development of an efficient strategy for the coordination of decentralized







The turbine model is based on [102]. For a self contained presentation, we include
the key equations in this appendix.






The mass flow parameter φc is a function of the corrected speed parameter ω̂tc (=
ωtc√
Tc,in
) and pressure ratio across the compressor ΓPR,c. This is determined using zero



















, (ΓPR,c ≥ ΓZSPR,c)
where φZS,c, ΓZS,c are zero slope mass flow parameter and pressure ratio respectively.
These along with the constants kc1 and kc2 are polynomial functions of ω̂tc, whose
coefficients are determined by regression on the compressor maps.
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The compressor isentropic efficiency is given by
ηis,c = kc3φ
2
c + kc4φc + kc5
where kc3, kc4, kc5 are quadratic functions of the speed parameter ω̂tc whose coefficients
are determined by regression on the compressor efficiency maps.






ΓPR,t is the pressure ratio across the turbine. The function φt depends on the turbine






























, (ΓPR,t ≤ pcrit)








The coefficients kt1, kt2 and kt3 are polynomial functions of the corrected speed pa-
rameter ω̂tc and is determined using regression on the turbine maps.
The turbine isentropic efficiency is given by
ηis,t = kt4Γ
2
PR,t + kt5ΓPR,t + kt6
where kt4, kt5, kt6 are cubic functions of the speed parameter ω̂tc whose coefficients
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